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END USER LICENSE AGREEMENT

READ THIS END USER LICENSE AGREEMENT (“AGREEMENT”) BEFORE DOWNLOADING, INSTALLING, OR USING THE SOFTWARE. BY DOWNLOADING, INSTALLING,

OR USING THE SOFTWARE OR OTHERWISE EXPRESSING YOUR AGREEMENT TO THE TERMS CONTAINED HEREIN, YOU (AS CUSTOMER OR IF YOU ARE NOT THE

CUSTOMER, AS A REPRESENTATIVE/AGENT AUTHORIZED TO BIND THE CUSTOMER) CONSENT TO BE BOUND BY THIS AGREEMENT. IF YOU DO NOT OR CANNOT

AGREE TO THE TERMS CONTAINED HEREIN, THEN (A) DO NOT DOWNLOAD, INSTALL, OR USE THE SOFTWARE, AND (B) YOU MAY CONTACT JUNIPER NETWORKS

REGARDING LICENSE TERMS.

1. The Parties. The parties to this Agreement are (i) Juniper Networks, Inc. (if the Customer’s principal office is located in the

Americas) or Juniper Networks (Cayman) Limited (if the Customer’s principal office is located outside the Americas) (such applicable

entity being referred to herein as “Juniper”), and (ii) the person or organization that originally purchased from Juniper or an

authorized Juniper reseller the applicable license(s) for use of the Software (“Customer”) (collectively, the “Parties”).

2. The Software. In this Agreement, “Software” means the program modules and features of the Juniper or Juniper-supplied software,

for which Customer has paid the applicable license or support fees to Juniper or an authorized Juniper reseller, or which was embedded

by Juniper in equipment which Customer purchased from Juniper or an authorized Juniper reseller. “Software” also includes updates,

upgrades and new releases of such software. “Embedded Software” means Software which Juniper has embedded in or loaded onto the Juniper

equipment and any updates, upgrades, additions or replacements which are subsequently embedded in or loaded onto the equipment.

3. License Grant. Subject to payment of the applicable fees and the limitations and restrictions set forth herein, Juniper grants to

Customer a non-exclusive and non-transferable license, without right to sublicense, to use the Software, in executable form only, subject

to the following use restrictions:

a. Customer shall use Embedded Software solely as embedded in, and for execution on, Juniper equipment originally purchased by Customer

from Juniper or an authorized Juniper reseller.

b. Customer shall use the Software on a single hardware chassis having a single processing unit, or as many chassis or processing units

for which Customer has paid the applicable license fees; provided, however, with respect to the Steel-Belted Radius or Odyssey Access

Client software only, Customer shall use such Software on a single computer containing a single physical random access memory space and

containing any number of processors. Use of the Steel-Belted Radius or IMS AAA software on multiple computers or virtual machines (e.g.,

Solaris zones) requires multiple licenses, regardless of whether such computers or virtualizations are physically contained on a single

chassis.

c. Product purchase documents, paper or electronic user documentation, and/or the particular licenses purchased by Customer may specify

limits to Customer’s use of the Software. Such limits may restrict use to a maximum number of seats, registered endpoints, concurrent

users, sessions, calls, connections, subscribers, clusters, nodes, realms, devices, links, ports or transactions, or require the purchase

of separate licenses to use particular features, functionalities, services, applications, operations, or capabilities, or provide

throughput, performance, configuration, bandwidth, interface, processing, temporal, or geographical limits. In addition, such limits

may restrict the use of the Software to managing certain kinds of networks or require the Software to be used only in conjunction with

other specific Software. Customer’s use of the Software shall be subject to all such limitations and purchase of all applicable licenses.

d. For any trial copy of the Software, Customer’s right to use the Software expires 30 days after download, installation or use of

the Software. Customer may operate the Software after the 30-day trial period only if Customer pays for a license to do so. Customer

may not extend or create an additional trial period by re-installing the Software after the 30-day trial period.

e. The Global Enterprise Edition of the Steel-Belted Radius software may be used by Customer only to manage access to Customer’s

enterprise network. Specifically, service provider customers are expressly prohibited from using the Global Enterprise Edition of the

Steel-Belted Radius software to support any commercial network access services.

The foregoing license is not transferable or assignable by Customer. No license is granted herein to any user who did not originally

purchase the applicable license(s) for the Software from Juniper or an authorized Juniper reseller.

4. Use Prohibitions. Notwithstanding the foregoing, the license provided herein does not permit the Customer to, and Customer agrees

not to and shall not: (a) modify, unbundle, reverse engineer, or create derivative works based on the Software; (b) make unauthorized

copies of the Software (except as necessary for backup purposes); (c) rent, sell, transfer, or grant any rights in and to any copy of

the Software, in any form, to any third party; (d) remove any proprietary notices, labels, or marks on or in any copy of the Software

or any product in which the Software is embedded; (e) distribute any copy of the Software to any third party, including as may be

embedded in Juniper equipment sold in the secondhand market; (f) use any ‘locked’ or key-restricted feature, function, service,

application, operation, or capability without first purchasing the applicable license(s) and obtaining a valid key from Juniper, even

if such feature, function, service, application, operation, or capability is enabled without a key; (g) distribute any key for the

Software provided by Juniper to any third party; (h) use the Software in any manner that extends or is broader than the uses purchased
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by Customer from Juniper or an authorized Juniper reseller; (i) use Embedded Software on non-Juniper equipment; (j) use Embedded Software

(or make it available for use) on Juniper equipment that the Customer did not originally purchase from Juniper or an authorized Juniper

reseller; (k) disclose the results of testing or benchmarking of the Software to any third party without the prior written consent of

Juniper; or (l) use the Software in any manner other than as expressly provided herein.

5. Audit. Customer shall maintain accurate records as necessary to verify compliance with this Agreement. Upon request by Juniper,

Customer shall furnish such records to Juniper and certify its compliance with this Agreement.

6. Confidentiality. The Parties agree that aspects of the Software and associated documentation are the confidential property of

Juniper. As such, Customer shall exercise all reasonable commercial efforts to maintain the Software and associated documentation in

confidence, which at a minimum includes restricting access to the Software to Customer employees and contractors having a need to use

the Software for Customer’s internal business purposes.

7. Ownership. Juniper and Juniper’s licensors, respectively, retain ownership of all right, title, and interest (including copyright)

in and to the Software, associated documentation, and all copies of the Software. Nothing in this Agreement constitutes a transfer or

conveyance of any right, title, or interest in the Software or associated documentation, or a sale of the Software, associated

documentation, or copies of the Software.

8. Warranty, Limitation of Liability, Disclaimer of Warranty. The warranty applicable to the Software shall be as set forth in the

warranty statement that accompanies the Software (the “Warranty Statement”). Nothing in this Agreement shall give rise to any obligation

to support the Software. Support services may be purchased separately. Any such support shall be governed by a separate, written support

services agreement. TO THE MAXIMUM EXTENT PERMITTED BY LAW, JUNIPER SHALL NOT BE LIABLE FOR ANY LOST PROFITS, LOSS OF DATA, OR COSTS

OR PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES, OR FOR ANY SPECIAL, INDIRECT, OR CONSEQUENTIAL DAMAGES ARISING OUT OF THIS AGREEMENT,

THE SOFTWARE, OR ANY JUNIPER OR JUNIPER-SUPPLIED SOFTWARE. IN NO EVENT SHALL JUNIPER BE LIABLE FOR DAMAGES ARISING FROM UNAUTHORIZED

OR IMPROPER USE OF ANY JUNIPER OR JUNIPER-SUPPLIED SOFTWARE. EXCEPT AS EXPRESSLY PROVIDED IN THE WARRANTY STATEMENT TO THE EXTENT

PERMITTED BY LAW, JUNIPER DISCLAIMS ANY AND ALL WARRANTIES IN AND TO THE SOFTWARE (WHETHER EXPRESS, IMPLIED, STATUTORY, OR OTHERWISE),

INCLUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, OR NONINFRINGEMENT. IN NO EVENT DOES JUNIPER WARRANT

THAT THE SOFTWARE, OR ANY EQUIPMENT OR NETWORK RUNNING THE SOFTWARE, WILL OPERATE WITHOUT ERROR OR INTERRUPTION, OR WILL BE FREE OF

VULNERABILITY TO INTRUSION OR ATTACK. In no event shall Juniper’s or its suppliers’ or licensors’ liability to Customer, whether in

contract, tort (including negligence), breach of warranty, or otherwise, exceed the price paid by Customer for the Software that gave

rise to the claim, or if the Software is embedded in another Juniper product, the price paid by Customer for such other product. Customer

acknowledges and agrees that Juniper has set its prices and entered into this Agreement in reliance upon the disclaimers of warranty

and the limitations of liability set forth herein, that the same reflect an allocation of risk between the Parties (including the risk

that a contract remedy may fail of its essential purpose and cause consequential loss), and that the same form an essential basis of

the bargain between the Parties.

9. Termination. Any breach of this Agreement or failure by Customer to pay any applicable fees due shall result in automatic termination

of the license granted herein. Upon such termination, Customer shall destroy or return to Juniper all copies of the Software and related

documentation in Customer’s possession or control.

10. Taxes. All license fees payable under this agreement are exclusive of tax. Customer shall be responsible for paying Taxes arising

from the purchase of the license, or importation or use of the Software. If applicable, valid exemption documentation for each taxing

jurisdiction shall be provided to Juniper prior to invoicing, and Customer shall promptly notify Juniper if their exemption is revoked

or modified. All payments made by Customer shall be net of any applicable withholding tax. Customer will provide reasonable assistance

to Juniper in connection with such withholding taxes by promptly: providing Juniper with valid tax receipts and other required documentation

showing Customer’s payment of any withholding taxes; completing appropriate applications that would reduce the amount of withholding

tax to be paid; and notifying and assisting Juniper in any audit or tax proceeding related to transactions hereunder. Customer shall

comply with all applicable tax laws and regulations, and Customer will promptly pay or reimburse Juniper for all costs and damages

related to any liability incurred by Juniper as a result of Customer’s non-compliance or delay with its responsibilities herein.

Customer’s obligations under this Section shall survive termination or expiration of this Agreement.

11. Export. Customer agrees to comply with all applicable export laws and restrictions and regulations of any United States and any

applicable foreign agency or authority, and not to export or re-export the Software or any direct product thereof in violation of any

such restrictions, laws or regulations, or without all necessary approvals. Customer shall be liable for any such violations. The version

of the Software supplied to Customer may contain encryption or other capabilities restricting Customer’s ability to export the Software

without an export license.

12. Commercial Computer Software. The Software is “commercial computer software” and is provided with restricted rights. Use,

duplication, or disclosure by the United States government is subject to restrictions set forth in this Agreement and as provided in

DFARS 227.7201 through 227.7202-4, FAR 12.212, FAR 27.405(b)(2), FAR 52.227-19, or FAR 52.227-14(ALT III) as applicable.
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13. Interface Information. To the extent required by applicable law, and at Customer's written request, Juniper shall provide Customer

with the interface information needed to achieve interoperability between the Software and another independently created program, on

payment of applicable fee, if any. Customer shall observe strict obligations of confidentiality with respect to such information and

shall use such information in compliance with any applicable terms and conditions upon which Juniper makes such information available.

14. Third Party Software. Any licensor of Juniper whose software is embedded in the Software and any supplier of Juniper whose products

or technology are embedded in (or services are accessed by) the Software shall be a third party beneficiary with respect to this

Agreement, and such licensor or vendor shall have the right to enforce this Agreement in its own name as if it were Juniper. In addition,

certain third party software may be provided with the Software and is subject to the accompanying license(s), if any, of its respective

owner(s). To the extent portions of the Software are distributed under and subject to open source licenses obligating Juniper to make

the source code for such portions publicly available (such as the GNU General Public License (“GPL”) or the GNU Library General Public

License (“LGPL”)), Juniper will make such source code portions (including Juniper modifications, as appropriate) available upon request

for a period of up to three years from the date of distribution. Such request can be made in writing to Juniper Networks, Inc., 1194

N. Mathilda Ave., Sunnyvale, CA 94089, ATTN: General Counsel. You may obtain a copy of the GPL at http://www.gnu.org/licenses/gpl.html,

and a copy of the LGPL at http://www.gnu.org/licenses/lgpl.html.

15. Miscellaneous. This Agreement shall be governed by the laws of the State of California without reference to its conflicts of laws

principles. The provisions of the U.N. Convention for the International Sale of Goods shall not apply to this Agreement. For any disputes

arising under this Agreement, the Parties hereby consent to the personal and exclusive jurisdiction of, and venue in, the state and

federal courts within Santa Clara County, California. This Agreement constitutes the entire and sole agreement between Juniper and the

Customer with respect to the Software, and supersedes all prior and contemporaneous agreements relating to the Software, whether oral

or written (including any inconsistent terms contained in a purchase order), except that the terms of a separate written agreement

executed by an authorized Juniper representative and Customer shall govern to the extent such terms are inconsistent or conflict with

terms contained herein. No modification to this Agreement nor any waiver of any rights hereunder shall be effective unless expressly

assented to in writing by the party to be charged. If any portion of this Agreement is held invalid, the Parties agree that such

invalidity shall not affect the validity of the remainder of this Agreement. This Agreement and associated documentation has been written

in the English language, and the Parties agree that the English version will govern. (For Canada: Les parties aux présentés confirment

leur volonté que cette convention de même que tous les documents y compris tout avis qui s'y rattaché, soient redigés en langue anglaise.

(Translation: The parties confirm that this Agreement and all related documentation is and will be in the English language)).
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第 一 部分

安全性產品的安全綜述

• 安全建議與警告 (第 3 頁)

• 場所與安裝的一般要求 (第 7 頁)

• 電源考量與用電安全的準則與警告 (第 11 頁)

• 處理裝置 (第 15 頁)

• 管理單位核准與遵從性陳述 (第 19 頁)
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第 一 章

安全建議與警告

本指南包含避免可能引起人員受傷或裝置損害情況的一般安全建議與警告。如需有關安裝或使用

裝置的特定準則，請參閱裝置的硬體指南。

注意: 如需此指南的翻譯版本，請參閱隨附裝置出貨的文件 CD 或造訪 Juniper

Networks 技術文件網站，網址是 www.juniper.net/techpubs。

本節包括下列主題:

• 安全警告層級的定義 (第 3 頁)

• 安全建議與警告 (第 4 頁)

• 安全警告 (第 5 頁)
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安全警告層級的定義

本指南使用以下三種安全警告層級:

注意: 在特定情況下，您可能會覺得以下的資訊很有用，要不然就是會漏看。

小心: 您必須遵循指定準則，才能避免受傷或不適，或避免裝置嚴重損壞。

警告: 此符號表示有危險。您正處於可能造成人身傷害的情況。在使用任何設備之前，

請注意由電路引發的危險以及熟悉標準操作以防止意外事故的發生。

安全建議與警告

在使用任何設備之前，請注意由電路引發的危險以及熟悉標準操作以防止意外事故的發生。安裝

或操控 Juniper Networks 裝置時，請遵循這些重要的準則:

• 在進行下列動作前，請務必中斷所有電源供應器連接:

• 移除機架

• 更換保險絲

• 找到您正在工作之區域的緊急斷電開關。

• 允許足夠的空氣流通。請勿堆疊裝置，或以其他的裝置或設備來平衡任何裝置或設備。如果將

裝置安裝於機櫃上，則必須將機櫃固定於建築物結構上。如果裝置是機櫃中唯一的設備，則應

將其安裝在機櫃底部。

• 仔細尋找工作區域中是否有潛在危險，例如潮濕的地板、未接地的電源延長線以及沒有安全接

地的情況。

• 請勿執行任何對人員造成潛在危險或使設備變得不安全的動作。

• 如果有任何潛在的危險情況，請勿獨自工作。

• 安裝前、安裝中與安裝後，都要保持機架周遭的區域淨空且無塵。

• 請勿穿著寬鬆的衣物，或配戴首飾，例如戒指、手環或項鍊，這些都可能掉入機架。

• 如果在任何可能傷害眼睛的情況下工作，請配戴護目鏡。

• 絕不要嘗試拿起太重、一個人無法拿起的物體。

• 絕不可在有電暴的時候安裝或操控佈線。

• 僅可使用相同類型與額定值的保險絲來做更換。

• 請勿打開或拆卸機架蓋或金屬片部分，除非在此裝置的硬體指南中有這麼做的指示。這樣的動

作可能造成嚴重的觸電。

• 請勿推壓或強制任何物體穿過機架框架中的任何開口。這樣的動作可能會引起觸電或起火。

Copyright © 2011, Juniper Networks, Inc.4
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• 避免讓液體潑灑到機架。這樣的動作可能引起觸電或造成機架損壞。

• 避免碰觸尚未從電源斷開的未絕緣電線或端子。這樣的動作可能造成觸電。

• 務必確保所有模組、電源供應器與空白面板都完全插入，且已完全旋緊安裝螺絲。

安全警告

為了保護您與周遭的人，請確實遵循以下一系列的安全警告。

安裝

警告: 請先閱讀佈線說明，然後再將裝置連接到電源。請參閱裝置的硬體指南。

切斷電源

警告: 開始使用有開關的裝置前，請先將電路開關切換到 OFF 的位置，並切斷所有電

源供應器上的電線連結。

對於 DC 電源供應器，請找出面板上用於 DC 電路的斷路器，將斷路器切換到 OFF 位

置，並用膠帶將 DC 斷路器的開關手把固定在 OFF 位置。

將裝置斷電

警告: 某些裝置連接了一個以上的電源供應器。必須完全移除所有連接，才能關閉裝

置的電源。

使用者可維修的零件

警告: 某些裝置的機架有竄改保固。在任何情況下，都請勿開啟有竄改保固的機架。

這麼做可能會使保固失效。

其他裝置會有使用者可維修的零件，例如保險絲、記憶模組、處理器模組與應用模組，

這些都需要打開機架。必要時，您可以更換這些元件。請務必將組件退回製造商，以

維修或更換。如需使用者可維修之零件的詳細資訊，請參閱裝置的硬體指南。

斷路器—最大電壓

警告: 建築物的安全性質對本裝置而言相當重要，可保護裝置免於發生短路、過載與

接地故障。請確認建築物的安全性質等級適合裝置。視裝置使用的電源類型 (AC 或

DC) 而定，相導體 (或所有載電流導體) 都應使用符合該裝置最高指定電壓的保險絲

或斷路器。請參閱裝置的硬體指南。
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SELV 電路

Juniper Networks 裝置支援包含安全超低電壓 (SELV) 電路的乙太網路 10BaseT、100BaseT、

1000BaseT、序列、主控台與附屬連接埠。若要瞭解哪種纜線要用於哪種介面，請參閱裝置的硬體

指南。

小心: 請勿將乙太網路 10BaseT、100BaseT 或 1000BaseT 連接埠連接至電話線或任

何電信用線 (例如 T-1、T-3 或 RJ-48 線路)。

閃電活動

警告: 在有閃電活動時，請勿使用裝置，或連接或斷開裝置。

鋰電池

警告: 請將裝置送回製造商以便更換電池。再次強調，請勿在任何情況下打開有竄改

保固的機架。這麼做也會使保固失效。

處理電池

警告: 不正確更換電池可能會造成爆炸。請使用製造商建議的相同或同型電池來做更

換。請根據製造商的指引來棄置使用過的電池。
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第 二 章

場所與安裝的一般要求

小心: 為了安全地安裝與操作裝置，請確定在開始安裝硬體前場所已準備妥當。

下列資訊可協助您確認場所是否已準備妥當:

• 請檢查場所的電源，確認是否能收到正常電力 (不會產生火花與雜音)。如有需要，

可安裝電源調節器。

• 選擇環境溫度保持在 32 至 104°F (0 至 40°C) 之間的場所。本裝置適用於一般辦

公室環境。若要用於更極端的環境，請檢查溫度、濕度與電源條件是否符合每種

Juniper Networks 作業平台的規格。如需有關規格的資訊，請參閱裝置的硬體指

南。

• 建築物的安全性質對本裝置而言相當重要，可保護裝置免於發生短路、過載與接地

故障。請確認建築物的安全性質等級適合裝置。

• 請確認已將裝置安裝於安全的位置，僅限經授權的人員進入此處接觸裝置。

在裝置安裝之前及安裝期間，請檢閱下列準則與警告:

• 現場預防措施 (第 8 頁)

• 合格人員警告 (第 8 頁)

• 限制進出區域警告 (第 8 頁)

• 安裝說明警告 (第 8 頁)

• 機櫃安裝的要求與警告 (第 8 頁)

• 防火要求 (第 9 頁)
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現場預防措施

注意: 可將裝置置於桌面上、牆上或固定在機櫃上。機架的位置以及設備機櫃的配置

或線路空間，對於系統的正常操作而言都相當重要。如果設備放置得太靠近，可能導

致通風不良，也可能在系統出現故障與停機進行系統維護時，造成裝置區域不易進出。

在規劃場所配置與設備位置時，請遵循下述預防措施，有助於避免裝置出現故障以及

減少因環境問題而引起的停機。如果現有設備停機或發生不尋常的大量錯誤，這些預

防措施可能會協助您找出錯誤原因並避免以後發生問題。

• 確認系統運行的空間內空氣流通良好。電子設備會產生熱量。如果沒有加裝通風系

統，自然的氣溫可能不足以將設備冷卻至可接受的操作溫度。

• 選擇乾燥、乾淨、通風良好且有空調的場所。

合格人員警告

警告: 只有受過訓練的合格人員才能安裝或更換裝置。

限制進出區域警告

警告: 裝置應安裝於限制進出的區域內。在限制進出的區域內，僅維修人員可使用特

殊工具、鎖與鑰匙或其他保全方式來進出，並且由負責該位置的管理者來控管此區域。

安裝說明警告

警告: 請先閱讀安裝說明，然後再將裝置連接到電源。

機櫃安裝的要求與警告

下列資訊可協助您規劃可接受的設備機櫃配置。

警告: 為了避免造成人身傷害，將裝置安裝於機櫃或維修機架中的裝置時，請採取下

列預防措施，確保系統保持穩定。下列準則有助於保持安全:

• 確認安裝裝置的設備機櫃有均勻而穩固的支撐，以避免出現因機械裝載不平衡而造

成的危險情形。

• 裝置必須安裝到機櫃上，而機櫃必須固定於建築物結構上。
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• 請勿堆疊裝置，或以其他的裝置或設備來平衡任何裝置或設備。機櫃必須固定於建

築物結構上。

• 盡可能將裝置安裝於開放式機櫃上。如果將裝置安裝於封閉式機櫃上，請確認裝置

是否可正常通風，以及機櫃是否有足夠的間隙用於空氣流動與維護。確認機櫃的配

置是否過度擁擠，因為每個機櫃都會產生熱量。如果機櫃之間太接近，機櫃側邊應

有百葉孔和風扇來提供冷卻空氣。

• 在開放式機櫃上安裝機架時，請確認機櫃框架不會擋住通風口或排氣管。如果機架

安裝在滑軌上，當機架完全置於機櫃中時請檢查機架的位置。

• 在上方有通風扇的封閉式機櫃中，靠近機櫃底部的設備所產生的多餘熱量會被抽吸

到上方並進入機櫃上方的設備通風口。讓機櫃底部的設備保持良好的通風。

• 檔板有助於隔離排放的氣體與吸入的空氣，也有助於抽吸冷卻空氣通過機架。檔板

的最佳布置方式視機櫃中空氣流動的型態而定，可嘗試不同的擺放方式以找出最佳

布置方式。

• 如果裝置是機櫃中唯一的設備，則應將其安裝在機櫃底部。

• 在部分填滿的機櫃中安裝裝置時，請由下至上裝入機櫃，並且將最重的元件放置在

機櫃底部。

• 如果機櫃是與穩定裝置一同提供，請先安裝穩定器，然後再裝入或維修機櫃中的裝

置。

防火要求

發生與裝置及其他網路設備相關的火災時，要優先考量人員的安全。建立發生火災時的人員保護

程序，進行安全訓練，以及適當地布置防火設備與滅火器。

此外，建立發生火災時的設備保護程序。Juniper Networks 裝置應安裝於適合電子設備的環境

中。我們建議將救火設備放置在設備附近，以便於火災時使用，而且在安裝與操作設備時，應遵

循所有當地消防、安全、電工法規與條例。

救火與救火設備

發生電源引發的火災時，請先切斷火源處設備的電源。然後使用 C 型滅火器來滅火。C 型滅火器

使用的是非腐蝕性阻燃劑，例如二氧化碳 (CO
2
) 與 Halotron™ ，它是對電源引發的火災最有效的

救火設備。C 型滅火器可在燃燒時取代氧氣，從而達到滅火目的。如果要以抽取環境中的空氣來

冷卻而達到滅掉設備上或周遭火焰的目的，請使用這種取代氧氣的惰性滅火器而非會在設備上留

下殘餘物的滅火器。

請勿在 Juniper Networks 設備附近使用多用途 ABC 型化學滅火器 (化學乾粉滅火器)。這些滅

火器中的主要成分是相當黏稠且不易清潔的磷酸二氫銨。此外，只要有一點水分，磷酸二氫銨便

具有強烈的腐蝕性，並且會腐蝕大多數金屬。

任何處於化學乾粉滅火器已釋放的室內的設備，都易出現早期故障和不可靠的操作。這樣的設備

被視為無法修復地損壞。
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注意: 為了維持保固的有效性，請勿使用化學乾粉滅火器來控制 Juniper Networks

裝置附近的火災。如果使用了化學乾粉滅火器，裝置就不再符合維修合約的保固條件。

我們建議以環保的方式棄置任何無法修復的損壞設備。
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第 三 章

電源考量與用電安全的準則與警告

本節包括下列主題:

• 電源考量 (第 11 頁)

• 發生用電意外時 (第 13 頁)

電源考量

一些裝置上有 AC 與 DC 電源供應器以及選用的冗餘電源供應器。

小心: 請勿讓線路過載；將裝置連接至電源電路時，請小心謹慎。

注意: 請參閱硬體指南，以取得 AC 與 DC 電源的規格與電線資訊，以及是否有冗餘

電源供應器。

警告: 僅使用當地管理單位認證的電源線，以遵守當地規範與建築法規。

IT 電源陳述

警告: 本裝置設計用於 IT 電源系統。

電源線警告 (日文)

警告:
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翻譯:

警告:隨附的電源線只可用於本產品。請勿將電源線用於其他產品。

適用於挪威與瑞典的警告陳述

警告: 設備必須連接至接地的主電源插座。

Advarsel Apparatet skal kobles til en jordet stikkontakt.

varning! Apparaten skall anslutas till jordat nätuttag.

對於支援 AC 電源的裝置

警告: Juniper Networks 裝置設計用於連接至 TN 電源系統。TN 電源系統是以單點

直接接地的配電系統。使用保護性接地導線將裝置的暴露導電部分連接至該點。

確認可隨時插拔插頭與插座，因為插頭與插座被用作主要的斷電裝置。

確認裝置連接至配備突波保護器的 AC 電源。

對於支援 DC 電源的裝置

警告: 僅將 DC 輸入電源供應器連接至符合 UL 60950-1、CSA 60950-1、EN 60950-1

與 IEC 60950-1 標準中安全超低電壓 (SELV) 要求的 DC 電源。

在固定線路裝上可自由拆卸的雙極斷電裝置。

在安裝或卸除電源供應器前，確認 DC 電路未通電。作為預防措施，可用膠帶將 DC

斷路器的開關把手固定在 OFF 位置。

僅使用銅導線來連接至 DC 終端區塊。

需要使用多股絞線時，請使用經認可的線路終端，例如封閉迴圈型或鏟型接線片。這

些終端的尺寸應適合線材，並應同時夾住絕緣體與導體。

確認終端台插頭的 DC 輸入電源線沒有暴露的部分。暴露的線材會對用電造成危害。

如果出於某些理由要卸下 DC 終端台的蓋子，完成工作後務必要重新裝上蓋子。

冗餘電源

如果裝置包含選用的冗餘電源供應器，請將兩個電源供應器連接至不同的輸入電源。如果不這麼

做，當其中一個電源供應器出現故障時，裝置易受到整個電源故障的影響。
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警告: 如果需要斷電來進行維修，兩個電源供應器都要斷開。否則，系統元件，例如

插入的 IO 卡 (IOC)，可能會損壞。

發生用電意外時

如果發生用電意外導致人員受傷，請按此順序採取下列行動:

1. 使用警示。注意可能造成更大傷害的潛在危險情況。

2. 將裝置斷電。

3. 如果可以的話，請另一個人去尋求醫療救助。否則，評估傷者的情況，然後打電話求救。

一般用電安全準則與警告

使用通電的裝置時，請遵循下列準則:

• 找到正在工作之房間的緊急斷電開關，那麼如果發生用電意外，便可快速切斷電源。

• 如果工作場所中有任何潛在的危險情況，請勿獨自工作。

• 絕不要假定電源已切斷。始終在開始工作前檢查電路。

• 仔細尋找工作區域中是否有潛在危險，例如潮濕的地板、未接地的電源延長線以及沒有安全接

地的情況。

• 在標示的電力額定值內操作裝置，並遵守產品的使用說明。

• 為了讓裝置與周邊設備安全而正確地運作，使用指定用於隨附周邊設備的纜線與連接器，並確

定其狀況良好。

• 遵守以下的當地、國內或國際電工法規來安裝裝置:

電工法規的遵從性陳述 • 美國 - 國家消防保安協會 (NFPA 70)，美國國家電工法規

• 加拿大 - 加拿大電工法規，第 1 部分，CSA C22.1

• 其他國家 - 國際電子電機委員會 (IEC) 60364，第 1 部分至第 7 部分

• TN 電源系統評估
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第 四 章

處理裝置

本節包括下列主題:

• 預防靜電釋放危害 (第 15 頁)

• 一般雷射安全準則 (第 16 頁)

• 通信用線警告 (第 17 頁)

• 避免電磁干擾 (第 17 頁)

• 蓋住空插槽 (第 17 頁)

• 取下首飾 (第 18 頁)

• 操作溫度警告 (第 18 頁)

預防靜電釋放危害

不當處理電子卡或元件時，會發生靜電釋放 (ESD) 危害，可能導致完全故障或間歇性故障。

許多裝置都對由靜電引起的危害十分敏感。一些元件在 30 V 的低壓下便會受損。處理塑膠或發

海綿式裝材料或者在塑膠或毯子上移動元件時，很容易產生有潛在危害的靜電電壓。遵循下列準

則，以將可能引起元件間歇性或完全故障的靜電釋放 (ESD) 危害降至最小:

• 處理電子元件時，始終使用防 ESD 的腕帶或腳踝帶，並檢查其是否與皮膚直接接觸。

小心: 為了安全起見，請定期檢查 ESD 帶的電阻值。測量值應介於 1 至 10 M 歐

姆之間。

• 處理從機架中卸下的任何元件時，檢查 ESD 帶末端處的設備端是否連接到機架上的一個 ESD

點上。請參閱裝置的硬體指南。

• 避免元件與衣物接觸。腕帶僅可保護卡免於受身體上 ESD 電壓的影響，衣服產生的 ESD 電壓

仍然可能損壞元件。

• 始終僅通過面板與邊緣來操作卡；避免碰觸印刷電路板與連接器的針腳。

• 卸除或安裝元件時，始終將元件的元件面朝上放置於抗靜電面上、抗靜電卡機櫃上或靜電袋中

(請參閱第 16 頁上的圖 1 )。如果要退回元件，請在包裝之前將其放入抗靜電袋中。
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圖 1 : 將元件放入抗靜電袋中

一般雷射安全準則

一些 Juniper Networks 裝置配備光纖連接埠，可能會發出可能對眼睛有害的光。請注意下列事

項。

光纖連接埠 (例如 GBIC 與迷你 GBIC) 被視為第 1 類雷射或第 1 類 LED 連接埠。

使用 PIC 時，遵循下列安全準則，以免眼睛受傷:

• 請勿往非終端連接埠或連接至不明來源的光纖內看。

• 請勿使用光學儀器檢查非終端連接埠。

• 避免直接暴露於光束中。

警告: 非終端光學連接器會發出雷射光。人類眼睛的水晶體會將所有雷射光束聚焦

到視網膜，所以讓眼睛直接對焦到雷射光源 (即使是弱雷射光) 也可能對眼睛造成

永久性傷害。

第 1 類雷射產品警告

警告: 第 1 類雷射產品。

第 1 類 LED 產品警告

警告: 第 1 類 LED 產品。
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雷射光束警告

警告: 請勿凝視雷射光束或直接用光學儀器來檢視雷射光束。

沒有連接光纖纜線時，連接埠的孔隙可能會發出看不見的雷射光。

這些產品經測試證實符合 IEC 60825-1、IEC 60825-2、EN 60825-1、EN 60825-2 與

21CFR1040 之第 1 類限制。

開放式光學連接埠孔隙的雷射光警告

警告: 因為沒有連接光纖纜線時，連接埠的孔隙可能會發出看不見的雷射光，請避免

暴露於雷射光中，並且不要凝視開放的孔隙。

通信用線警告

警告: 為了降低火災風險，僅使用 26 號 AWG 或更大的 UL 列出的或 CSA 認證的通

信用線。

避免電磁干擾

注意: 在電磁場內遠距離佈線時，電磁場與線材信號之間會產生電磁干擾 (EMI)。請

注意下列資訊:

• 場內配線不良會引起無線電干擾 (RFI)。

• 強的 EMI (特別是由閃電或無線電傳輸器產生的 EMI) 會破壞系統的信號驅動器與

接收器，甚至會將電源突波從線路引導至系統，從而造成用電危險。

若要避免與補償強的 EMI，請洽詢 RFI 專家。

蓋住空插槽

確定所有的卡、面板與蓋子都已就位。空白面板與蓋板的用途如下:

• 避免暴露於機架內的危險電壓與電流之下

• 有助於吸收可能破壞其他設備的電磁干擾 (EMI)

• 引導冷卻空氣流過機架

17Copyright © 2011, Juniper Networks, Inc.
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取下首飾

警告: 在使用連接至電源線的設備之前，請先取下首飾，包含戒指、項鍊和手錶。當

連接到電源或接地時，金屬物件可能會變熱，而且可能會導致嚴重灼傷或使金屬製品

與終端相熔接。

操作溫度警告

警告: 為了避免裝置過熱，請勿在超出最高建議環境溫度 104°F (40°C) 的區域內操

作裝置。若要避免空氣流通受阻，請在通風口附近至少預留 6 英吋 (15.2 公分) 的

間隙。
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第 五 章

管理單位核准與遵從性陳述

本節包括下列主題:

• 管理單位核准 (第 19 頁)

• 遵從性陳述 (第 20 頁)

管理單位核准

安全裝置符合下列標准:

• 安全

• CSA 60950-1 (2003) Safety of Information Technology Equipment

• UL 60950-1 (2003) Safety of Information Technology Equipment

• EN 60950-1 (2001) Safety of Information Technology Equipment

• IEC 60950-1 (2001) Safety of Information Technology Equipment (含各國間的差異)

• EN 60825-1 +A1+A2 (1994) Safety of Laser Products - 第 1 部分:設備分類

• EN 60825-2 (2000) Safety of Laser Products - 第 2 部分:光纖通訊系統安全

• EMC

• EN 300 386 V1.3.3 (2005) Telecom Network Equipment - EMC 要求

• EMI

• FCC 第 15 部分 B 類 (2007) USA Radiated Emissions

• EN 55022 B 類 (2006) European Radiated Emissions

• VCCI B 類 (2007) Japanese Radiated Emissions
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• 耐受性

• EN 55024 +A1+A2 (1998) Information Technology Equipment Immunity Characteristics

• EN-61000-3-2 (2006) Power Line Harmonics

• EN-61000-3-3 +A1 +A2 +A3 (1995) Power Line Voltage Fluctuations

• EN-61000-4-2 +A1 +A2 (1995) Electrostatic Discharge

• EN-61000-4-3 +A1+A2 (2002) Radiated Immunity

• EN-61000-4-4 (2004) Electrical Fast Transients

• EN-61000-4-5 (2006) Surge

• EN-61000-4-6 (2007) Immunity to Conducted Disturbances

• EN-61000-4-11 (2004) Voltage Dips and Sags

遵從性陳述

加拿大工業陳述

下列陳述適用於含無線介面的裝置:

操作要遵守以下兩個條件:

1. 本裝置不可引起干擾，以及

2. 本裝置必須接收所有干擾，包括可能引起裝置意外操作的干擾。

本裝置被設計成可使用最大 4 dB 增益的天線來操作。根據加拿大工業規範，禁止使用增益更大

的天線。所需天線的電阻是 50 歐姆。

若要降低對其他使用者的潛在無線電干擾，應善加選擇天線類型及其增益，使 EIRP 不高於成功

通訊所需的要求。

為了避免對許可服務的無線電干擾，本裝置適合在室內操作並遠離窗戶，以最大程度地對其進行

屏蔽。

要獲得授權才能在室外安裝設備 (或其傳輸天線)。

聯邦通訊委員會干擾陳述

下列陳述適用於含無線介面的裝置:

本設備經測試證明符合 FCC 規則第 15 部分 B 類數位裝置之限制。這些限制旨在提供合理保護，

以避免居家環境中的有害干擾。本設備會產生、使用及放射無線電頻率能量，如果沒有依照說明

安裝與使用，可能會對無線電通訊造成有害干擾。然而，不保證在特定安裝情況下不會出現干擾。

如果本設備確實對廣播或電視收訊造成有害干擾 (可透過開關本設備來判定)，我們鼓勵使用者使

用下列方法之一嘗試改善干擾:

Copyright © 2011, Juniper Networks, Inc.20
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• 重新調整或重新定位接收天線。

• 增大設備與接收器之間的距離。

• 將設備連接到與接收器所連接之電路不同的電路的插座上。

• 洽詢零售商或經驗豐富的無線電/電視技術人員以取得協助。

本裝置符合 FCC 規則第 15 部分之規定。操作要遵守以下兩個條件:(1) 本裝置不可引起有害干

擾， (2) 本裝置必須接受所有收到的干擾，包括可能導致意外操作的干擾。

FCC 警示:任何未經負責規範方明確核准的變更與修改都會讓使用者喪失操作本設備的資格。

重要注意事項:

FCC 放射線暴露陳述:本設備符合 FCC 針對非受控制環境所設立之放射線暴露限制。本設備在無

線電發送器與您身體之間安裝及操作時之最短距離應為 20 公分。

本傳輸器不得與其他任何天線或傳輸器共存或配合操作。

Juniper Networks 聲明，依據美國的具體韌體控制規定，5GT-ADSL 無線裝置的頻道限於 CH1~11，

頻帶限於 2400 到 2483.5 MHz。
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台灣 DGT

下列陳述適用於含無線介面的裝置:

VCCI 遵從性

下列 VCCI 遵從性資訊適用於符合 VCCI A 類或 B 類限制的安全性產品。請參閱硬體指南中的規

格一節，瞭解您的裝置，以判定產品符合 A 類還是 B 類限制。

翻譯:

此為 A 類產品。在室內環境中，本產品可能會產生無線電干擾，因此使用者可能需要採取適當的

措施。

翻譯:

根據 Information Technology Equipment (VCCI) 的 Voluntary Control Council for

Interference 標準，此為 B 類產品。如果在靠近收音機或電視接收器的室內環境中使用本產品，

可能會干擾無線電。請根據說明手冊安裝與使用本設備。
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含無線介面之產品的無線連線

警告: 在美國或日本以外的其他國家，必須用 set wlan country-code 指令來設定正

確的國碼，以避免觸犯當地無線電頻譜法規。這個指令可設定選擇性的頻道範圍以及

傳輸的能量等級，以便建立 WLAN 連線。如需國碼的詳細資訊，請參閱裝置的硬體指

南。

產品再生與回收計畫

Juniper Networks 承諾對環境負責。作為這個承諾的一部份，我們努力遵守各種環保標準，例如

歐盟的廢電子電機設備 (WEEE) 指令與有害物質限制 (RoHS) 指令。

這些指令與歐盟之外其他國家的類似規範都規定了電子廢棄物的管理，以及電子產品特定有害物

質的減量與消除。WEEE 指令要求電子電機製造商提供回收與再用其產品的機制。RoHS 指令則禁

用某些目前電子產品中常見的物質。禁用物質包括重金屬 (包含鉛) 與多溴物質。RoHS 指令 (含

某些豁免條件) 適用於所有電子電機設備。

根據 2002/96/EC (WEEE) 指令第 11(2) 款，2005 年 8 月 13 日之後上市的產品都要標記以下

符號或將此符號包含於其產品文件中：一個下方有橫條的打叉帶輪垃圾桶。

Juniper Networks 在世界各地提供產品的回收支援，以遵守 WEEE 指令。如需回收資訊，請發送

電子郵件至 recycling@juniper.net，註明您想棄置的 Juniper Networks 設備類型以及它目前

所在的國家，或與 Juniper Networks 客戶代表聯絡。

透過我們再生程序退回的產品都會被回收、復原或以負責的方式棄置。我們的包裝設計都可回收，

應根據您當地的回收政策來處理包裝。

EMC 需求的遵從性陳述

加拿大

本 B 類數位儀器符合加拿大 ICES-003 規範。

Cet appareil numérique de la classe B est conforme à la norme NMB-003 du Canada.

歐洲共同體

此為 B 類產品。在室內環境中，本產品可能會產生無線電干擾，因此使用者可能需要採取適當的

措施。
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日本

翻譯:

根據 Information Technology Equipment (VCCI) 的 Voluntary Control Council for

Interference 標準，此為 B 類產品。如果在靠近收音機或電視接收器的室內環境中使用本產品，

可能會干擾無線電。請根據說明手冊安裝與使用本設備。

美國

本設備經測試證實符合 FCC 規則 B 類數位裝置之限制。這些限制的設計目的是為了為商業環境

中操作設備時產生的有害干擾提供合理的保護。本設備會產生、使用及放射無線電頻率能量，如

果並未依照說明安裝與使用，可能會對無線電通訊造成有害干擾。在居家環境中操作本設備很可

能引起有害干擾，在這種情況下，需要使用者自費改善干擾。
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環保需求的遵從性陳述

本節說明環保需求的遵從性陳述:

• 鋰電池 (第 25 頁)

鋰電池

本產品的電池並非由水銀、鉛或鎘物質製成。本產品的使用電池符合歐盟指令 91/157/EEC、

93/86/EEC 與 98/101/EEC 之規範。產品文件包含有關再生與回收之適當方法的指引資訊。

噪音遵從性陳述 (德文)

Maschinenlärminformations-Verordnung - 3. GPSGV, der höchste Schalldruckpegel beträgt

70_dB(A)oder weniger gemäss EN ISO 7779

翻譯:

根據 EN ISO 7779，發出的最大音壓強度要等於或低於 70_dB(A)。
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第 二 部分

索引

• 索引 (第 29 頁)
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十三劃
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遵從性，一般標準..................................19
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腕帶或腳踝帶..................................15

防止發生危害..................................15
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