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YEAR 2000 NOTICE

Juniper Networks hardware and software products are Year 2000 compliant. Junos OS has no known time-related
limitations through the year 2038. However, the NTP application is known to have some difficulty in the year 2036.

END USER LICENSE AGREEMENT

The Juniper Networks product that is the subject of this technical documentation consists of (or is intended for use with)
Juniper Networks software. Use of such software is subject to the terms and conditions of the EndUser License Agreement
(“EULA”) posted at https://support.juniper.net/support/eula/. By downloading, installing or using such software, you
agree to the terms and conditions of that EULA.
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Documentation and Release Notes

To obtain the most current version of all Juniper Networks® technical documentation, see the product
documentation page on the Juniper Networks website at https://www.juniper.net/documentation/.

If the information in the latest release notes differs from the information in the documentation, follow the
product Release Notes.

Juniper Networks Books publishes books by Juniper Networks engineers and subject matter experts.
These books go beyond the technical documentation to explore the nuances of network architecture,
deployment, and administration. The current list can be viewed at https://www.juniper.net/books.

Documentation Conventions

Table 1 on page vi defines notice icons used in this guide.
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Table 1: Notice Icons

DescriptionMeaningIcon

Indicates important features or instructions.Informational note

Indicates a situation that might result in loss of data or hardware
damage.

Caution

Alerts you to the risk of personal injury or death.Warning

Alerts you to the risk of personal injury from a laser.Laser warning

Indicates helpful information.Tip

Alerts you to a recommended use or implementation.Best practice

Table 2 on page vi defines the text and syntax conventions used in this guide.

Table 2: Text and Syntax Conventions

ExamplesDescriptionConvention

To enter configuration mode, type
the configure command:

user@host> configure

Represents text that you type.Bold text like this

user@host> show chassis alarms

No alarms currently active

Represents output that appears on
the terminal screen.

Fixed-width text like this

• A policy term is a named structure
that defines match conditions and
actions.

• Junos OS CLI User Guide

• RFC 1997, BGP Communities
Attribute

• Introduces or emphasizes important
new terms.

• Identifies guide names.

• Identifies RFC and Internet draft
titles.

Italic text like this
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Table 2: Text and Syntax Conventions (continued)

ExamplesDescriptionConvention

Configure the machine’s domain
name:

[edit]
root@# set system domain-name
domain-name

Represents variables (options for
which you substitute a value) in
commands or configuration
statements.

Italic text like this

• To configure a stub area, include
the stub statement at the [edit
protocols ospf area area-id]
hierarchy level.

• The console port is labeled
CONSOLE.

Represents names of configuration
statements, commands, files, and
directories; configuration hierarchy
levels; or labels on routing platform
components.

Text like this

stub <default-metric metric>;Encloses optional keywords or
variables.

< > (angle brackets)

broadcast | multicast

(string1 | string2 | string3)

Indicates a choice between the
mutually exclusive keywords or
variables on either side of the symbol.
The set of choices is often enclosed
in parentheses for clarity.

| (pipe symbol)

rsvp { # Required for dynamic MPLS
only

Indicates a comment specified on the
same line as the configuration
statement to which it applies.

# (pound sign)

community name members [
community-ids ]

Encloses a variable for which you can
substitute one or more values.

[ ] (square brackets)

[edit]
routing-options {
static {
route default {
nexthop address;
retain;

}
}

}

Identifies a level in the configuration
hierarchy.

Indention and braces ( { } )

Identifies a leaf statement at a
configuration hierarchy level.

; (semicolon)

GUI Conventions

vii



Table 2: Text and Syntax Conventions (continued)

ExamplesDescriptionConvention

• In the Logical Interfaces box, select
All Interfaces.

• To cancel the configuration, click
Cancel.

Represents graphical user interface
(GUI) items you click or select.

Bold text like this

In the configuration editor hierarchy,
select Protocols>Ospf.

Separates levels in a hierarchy of
menu selections.

> (bold right angle bracket)

Documentation Feedback

We encourage you to provide feedback so that we can improve our documentation. You can use either
of the following methods:

• Online feedback system—Click TechLibrary Feedback, on the lower right of any page on the Juniper
Networks TechLibrary site, and do one of the following:

• Click the thumbs-up icon if the information on the page was helpful to you.

• Click the thumbs-down icon if the information on the page was not helpful to you or if you have
suggestions for improvement, and use the pop-up form to provide feedback.

• E-mail—Send your comments to techpubs-comments@juniper.net. Include the document or topic name,
URL or page number, and software version (if applicable).

Requesting Technical Support

Technical product support is available through the Juniper Networks Technical Assistance Center (JTAC).
If you are a customer with an active Juniper Care or Partner Support Services support contract, or are
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covered under warranty, and need post-sales technical support, you can access our tools and resources
online or open a case with JTAC.

• JTAC policies—For a complete understanding of our JTAC procedures and policies, review the JTACUser
Guide located at https://www.juniper.net/us/en/local/pdf/resource-guides/7100059-en.pdf.

• Productwarranties—For productwarranty information, visit https://www.juniper.net/support/warranty/.

• JTAC hours of operation—The JTAC centers have resources available 24 hours a day, 7 days a week,
365 days a year.

Self-Help Online Tools and Resources

For quick and easy problem resolution, Juniper Networks has designed an online self-service portal called
the Customer Support Center (CSC) that provides you with the following features:

• Find CSC offerings: https://www.juniper.net/customers/support/

• Search for known bugs: https://prsearch.juniper.net/

• Find product documentation: https://www.juniper.net/documentation/

• Find solutions and answer questions using our Knowledge Base: https://kb.juniper.net/

• Download the latest versions of software and review release notes:
https://www.juniper.net/customers/csc/software/

• Search technical bulletins for relevant hardware and software notifications:
https://kb.juniper.net/InfoCenter/

• Join and participate in the Juniper Networks Community Forum:
https://www.juniper.net/company/communities/

• Create a service request online: https://myjuniper.juniper.net

To verify service entitlement by product serial number, use our Serial Number Entitlement (SNE) Tool:
https://entitlementsearch.juniper.net/entitlementsearch/

Creating a Service Request with JTAC

You can create a service request with JTAC on the Web or by telephone.

• Visit https://myjuniper.juniper.net.

• Call 1-888-314-JTAC (1-888-314-5822 toll-free in the USA, Canada, and Mexico).

For international or direct-dial options in countries without toll-free numbers, see
https://support.juniper.net/support/requesting-support/.
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Preparation for the Upgrade

To successfully upgrade JSA systems, ensure that you know your upgrade path, especially if you upgrade
from older versions that require intermediate steps. You must also review the software, hardware, and
high-availability requirements.

NOTE: When you upgrade to JSA 2014.6 and later releases, the SSH keys on every managed host
are replaced. If you are connecting to or from a JSA managed host and you are using key-based
authentication, do not remove or alter the SSH keys. Removing or altering the keys might disrupt
communication between the JSA Console and the managed hosts, which can result in lost data.

RELATED DOCUMENTATION

Software Version Requirements for Upgrades | 13

Memory and Disk Space Requirements | 16

Supported Web Browsers | 18

Software Version Requirements for Upgrades

IN THIS SECTION

Upgrade Paths | 14

To ensure that JSA upgrades without errors, ensure that you use only the supported versions of JSA
software.

Ensure that the following software requirements are met:
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• JSA version 2014.4r1 or later must be installed.

You can check the software version in the software by clicking Help >About.

NOTE: Software versions for all JSA appliances in a deployment must be same version and fix
level. Deployments that use different JSA versions of software are not supported.

Upgrade Paths

There are a number of upgrade paths to get to the most current version of JSA. The upgrade path depends
on the version of JSA that is installed.

Applying Patch Before You Upgrade

Before you upgrade, you can apply patch to your existing software. Download the patch from Juniper
Customer Support and follow the instructions in the release notes document to install it.

JSA is pre-configured for automatic, weekly updates. You can view the pending updates in theAutoUpdate
window on the Admin tab.

Single Step and Multiple Step Upgrade Paths

For some JSA software versions, you can upgrade directly to the most current JSA version. To upgrade to
JSA version 2014.8 in one step, you must have JSA version 2014.4r1 or later installed. When you upgrade
from JSA version 2014.4.r1 or later, pre-tests identify any potential upgrade issues, and you are returned
to the software level that you started from if you encounter upgrade errors. Also, in high-availability
deployments, the secondary host upgrades before the primary to maximize up-time.

For older versions of JSA, you might be required to upgrade to an interim version before you upgrade to
the most current version of JSA.

Use the following table to help you determine your upgrade path and note any special considerations.

Table 3: Supported Upgrade Paths for JSA Products

Step 2Step 1Current® version

2014.8 R2 or later2014.4 R1 or later

2014.8 R2 or later2014.4.r1 or later2014.1 R1 to 2014.3 R1 or later
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Changing Password After Upgrading to JSA 2014.8

You may encounter a password change prompt when you first log in to JSA after an upgrade to 2014.8
version. This prompt is displayed if the password was set before JSA 2014.5 version and encrypted using
an encryption algorithm that is no longer used in JSA 2014.8 version. The prompt displays the following
message: You must change or re-encrypt your current local (not external) password.

Figure 1: Password Change Prompt Window

The password encryption algorithm that is used with JSA was changed in version 2014.5 to better align
the product with current security standards. To comply with the current encryption mechanism, JSA
requires you to set passwords in older versions and encrypted using outdated encryption standards to be
changed or re-encrypted after an upgrade to JSA version 2014.8. You can update your password using
one of the following ways:

• Using Change Password Prompt

A user can complete theOn-screen password change form that is displayed when first logging in after the
upgrade.

• Using User Management Screen

An admin user can change the password for any users from the User Interface (UI) using the following
steps:

1. Go to Admin> User Management> Users.

2. Select the required user from the list.

3. Click Edit.
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4. Enter the new password for the user in the User Details pane.

Figure 2: User Details Pane

5. Click Save.

RELATED DOCUMENTATION

Memory and Disk Space Requirements | 16

Supported Web Browsers | 18

Upgrade Priority Order in Distributed Deployments | 19

Memory and Disk Space Requirements

Before you upgrade, ensure that JSAmeets theminimumor suggestedmemory and disk space requirements.
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JSA Memory Requirements

Theminimummemory requirement defines the amount ofmemory that is required by the software features.
The suggested memory requirements include the amount of memory that is required by the current
software features and extra memory for possible future capabilities. Appliances that have less than the
suggested appliance memory might experience performance issues during periods of excessive event and
flow traffic.

The minimum memory requirement for all appliances is 64 GB, except for the flow processor which can
be 12 GB.

NOTE: The software will allow the JSA 3500 to be upgraded; however performance degradation
is a possibility under certain load conditions.

Other Memory Requirements

If the following conditions are met, extra memory requirements might be required:

• If you plan to enable payload indexing, your system requires a minimum of 24 GB of memory. However,
48 GB of memory is suggested.

Disk Space Requirements

The following table describes the minimum requirements for free disk space:

Table 4: Disk Space Requirements for JSA

Free space requirementPartition

3 GB or 10 GB 1/

4 GB/store

500 MB/var/log

800 MB/store/tmp
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Table 4: Disk Space Requirements for JSA (continued)

Free space requirementPartition

1If your appliance has less than 8 GB of available swap space or 5 GB of memory, the root (/) partition requires 10 GB
of drive space. Otherwise, appliances require a minimum of 3 GB of disk space on the root partition.

The upgrade pretest determines whether a partition includes enough free space to complete an upgrade.
Before you can upgrade, you must free up sufficient disk space on the partition that is defined in the
pretest error message.

RELATED DOCUMENTATION

Supported Web Browsers | 18

Upgrade Priority Order in Distributed Deployments | 19

Upgrades in HA Deployments | 19

Supported Web Browsers

For the features in JSA products to work properly, you must use a supported web browser.

When you access the JSA system, you are prompted for a user name and a password. The user name and
password must be configured in advance by the administrator.

The following table lists the supported versions of web browsers.

Table 5: Supported Web Browsers for JSA Products

Supported versionsWeb browser

45.2 Extended Support ReleaseMozilla Firefox

11.064-bit Microsoft Internet Explorer with Microsoft Edge mode
enabled.

RELATED DOCUMENTATION

Upgrade Priority Order in Distributed Deployments | 19
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Upgrades in HA Deployments | 19

Memory and Disk Space Requirements | 16

Upgrade Priority Order in Distributed Deployments

When you upgrade JSA systems, you must complete the upgrade process on your Console first. You must
be able to access the user interface on your desktop system before you upgrade your secondary Console
and managed hosts.

Upgrade your JSA systems in the following order:

1. Console

2. The following JSA systems can be upgrade concurrently:

• Event Processors/ Collectors

• Flow Processors/ Collectors

RELATED DOCUMENTATION

Upgrades in HA Deployments | 19

Memory and Disk Space Requirements | 16

Supported Web Browsers | 18

Upgrades in HA Deployments

If you upgrade JSA in high-availability (HA) deployments, the primary host must be the active system in
your deployment. If the primary system is the active system and the secondary system is in standby mode,
the upgrade is automatically applied to the associated secondary system.

If the HA cluster is disconnected, or you want to add a new secondary HA host, you must reinstall JSA on
the secondary HA. For more information about reinstalling software, see the Installation Guide for your
system. After you reinstall the secondary HA host, log in to the user interface to reconnect or to create a
new HA cluster.
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NOTE: Disk replication and failover are disabled until the primary and secondary hosts synchronize
and the needs upgrade or failed status is cleared from the secondary host.

After you upgrade the secondary host, youmight be required to restore the configuration of the secondary
host. For more information about restoring a failed host, see the Administration Guide for your product.
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Upgrading JSA Products

You must upgrade all of your JSA products in your deployment to the same version. During the upgrade,
the version of Red Hat Enterprise Linux is upgraded to version v6.8.

Ensure that you take the following precautions:

• Back up your data, and confirm that backups are complete before you begin the upgrade.

For more information about backup and recovery, see the Administration Guide for your product.

• To avoid access errors in your log file, close all open JSA product sessions.

• Ensure that you have sufficient RAM.

During the upgrade from versions 2013.x to 2014.x, a system pretest checks that the minimum amount
of RAM is available. If there is not enough RAM, the upgrade stops.

• If your deployment includes offboard storage solutions, you must disconnect your offboard storage.

After you complete the upgrade, you can remount your external storage solutions. For more information,
see the Configuring Offboard Storage Guide.

1. Download the <JSA_patchupdate>.sfs file from Juniper Customer Support
(http://www.juniper.net/support/downloads).

2. Use SSH to log in to your system as the root user.

3. Copy the patch file to the /tmp directory or to another location that has sufficient disk space.

NOTE: Do not copy the file to an existing JSA system directory, such as /store or /root.

4. To create the /media/updates directory, type the following command:

mkdir -p /media/updates

5. Change to the directory where you copied the patch file.

6. To mount the patch file to the /media/updates directory, type the following command:

mount -o loop -t squashfs <JSA_patchupdate>.sfs /media/updates/

7. To run the patch installer, type the following command:

/media/updates/installer
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The first time that you run the patch installer script, theremight be a delay before the first patch installer
menu is displayed.

8. Provide answers to the pre-patch questions based on your JSA deployment.

9. Using the patch installer, apply the software fix to all systems in your deployment.

The patch installer menu lists the following options.

• Console

• All

If you select All, the software fix is applied to the JSA Console first, and then to all managed hosts. If
you select Console, the software fix is applied only to the JSA Console. After the software fix is applied
to the JSA Console, the menu lists the remaining managed hosts, and the All option.

If your SSH session is disconnected while the upgrade is in progress, the upgrade continues. When you
reopen your SSH session and rerun the installer, the installation resumes.

10.After the upgrade is complete, unmount the software update by using the following command:

umount /media/updates

1. Perform an automatic update to ensure that your configuration files contain the latest network security
information. For more information, see the Juniper Secure Analytics Administration Guide.

2. Clear your Java cache and your web browser cache. After you upgrade JSA, the Vulnerabilities tab
might not be displayed. To use JSA Vulnerability Manager after you upgrade, you must upload and
allocate a valid license key. For more information, see the Administration Guide for your product.
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Clearing the JavaCache andWebBrowserCacheAfter
Upgrades

After you upgrade, clear the Java cache and web browser cache before you log in to JSA.

The Java Runtime Environment version 1.7 must be installed on the desktop system that you use to view
the user interface.

1. To clear the Java cache, open the Windows Control Panel search and enter Java Control Panel.

a. View the Temporary Internet Files.

b. Delete all of the JSA Deployment Editor entries.

2. To clear you web browser cache, ensure that you have only one instance of your web browser open,
and then clear the cache.

3. Log in to JSA by typing the IP address of the JSA system into a web browser:

https://IP Address

The default user name is admin.
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