Chapter 14

Monitoring SAE Data with the C-Web
Interface

This chapter describes how to use the C-Web interface to monitor SAE data. Topics
include:

m  Viewing SAE Data with the C-Web Interface on page 129

m  Viewing Information About Subscriber Sessions with the C-Web Interface on
page 138

m  Viewing SNMP Information with the C-Web Interface on page 143

Viewing SAE Data with the C-Web Interface
You can view data currently stored in the SAE server’s memory for:
m  Directory blacklist
m  Services
m  Licenses
m  Policies
m  Devices
m  Interfaces
m  Login registrations
m  Equipment registrations
m  Threads

m  Subscriber Sessions
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Viewing Information About the Directory Blacklist
To view information about the directory blacklist configured on the SAE:

m  Select SAE from the side pane, and click Directory Blacklist.

The Directory Blacklist pane appears.

Logged in as: admin About  Refresh Logout
SAE = Directory Bladklist
SAE

Directory Blacklist

Directory Black List

Juniper M Junlperbaufhlot.

Trademark Motice, Privacy.
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Viewing Information About Services
To view information about the services available on the SAE:

1. Select SAE from the side pane, and click Services.

The Services pane appears.

Logged in as: admin About Refresh Logout

SAE = Senices

SAE

Services

Component

Narne of service.

Date Service Namns I Flegse enter: All or part of the service name
DIELs Secret - Display subscriber sessions and service sessions for hidden services,
Interfaces...
Cutput style
JPs Style I o Choices:

i brief: Display only service names
Number of results to be displayed.,

NTP Maximum Results I tegal range: 1 .. INF
Redirect Server Default valuel 25
Ok | Reset |

red, Trademark hotice, Privacy,

» Juniper Metw

Junlperbn\l(N!l.

2. In the Service Name box, enter a full or partial service name for which you
want to display information, or leave the box blank to display all services.

he

Select the Secret check box to set a flag indicating that secret services are
displayed.

4. Select an output style from the Style list.

5. In the Maximum Results box, enter the maximum number of results that you
want to receive.

6. Click OK.

The Services pane displays the status of the services running on the SAE.
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Viewing Information About Licenses

To view information about licenses:
m  Select SAE from the side pane, and click License.

The Licenses pane displays statistics for licenses.

Logged in as: admin About Refresh Logout

SAE > Licenses
SAE —

Licenses

Component

SSC License Hey Checker V3.0
Date

Interfaces... Type of license: Pilot. 3tatus: OK.
The following wvalid licenses are found:

License: cn=83ced?79,cu=licenses, o=Manageusnt,o=UNC
license.val.couponent = L

license val customer = buffy

license.val.espiry = 2007-03-25

license.val.nodeid = $3ced?73

license.val release = 7.%

license.val.seqgmm = 00554

license.val.type = pilot

license.val.userSessions = 100

Junlperaa\lfhlot.
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Viewing Information About Policies
To view information about the policies available on the SAE:

1. Select SAE from the side pane, and click Policies.
The Policies pane appears.

Logged in as: admin About Refresh Logout
SAE = Policies

SAE

Policies

Component

I Mame of a policy group,

Date Praliey Eirmu Flease enter: All or part of the policy group name

Disk Qutput style,

Interfaces... Style I j' Chofces:

brief: Display only policy group names
Number of results to be displayed.

Maximurn Results I tegal range: 1., INF
Default value! 25
Ok | Reset |

7, Juniper M o Al Richt ed, Trademark Notice, Privacy, Juniper bﬂUf Net

2. In the Policy Group box, enter a full or partial policy name for which you want
to display information, or leave the box blank to display all policies.

3. Select an output style from the Style list.

4. In the Maximum Results box, enter the maximum number of results that you
want to receive.

5. Click OK.

The Policies pane displays the status of the policies configured on the SAE.
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Viewing Information About Device Drivers

To view information about the device drivers available on the SAE:

Monitor

Component
Date
Disk
Interfaces...

Redirect Server
Route...
SAE

Security
System

1. Select SAE from the side pane, and click Drivers.
The Drivers pane appears.
Logged in as: admin About Refresh Logout
SAE SAE > Drivers
Drivers
Marne of device drivers.
Mame Of Device Driver I Flease enter: All or part of the device driver name. For JUNOS router

Style

Maxirmurn Results

ﬂl Reset

drivers and PCMM drivers, use the format default@routeriame,
Output style

'l Choices:
brief: Display only wirtual router names
Murmnber of results to be displayved.
Legal rznge: 1 .. INF

Default vatus: 25

ed, Tradematk Motice, Privacy,

Junlparbaqutt.

In the Name of Device Driver box, enter a full or partial device driver name for
which you want to display information, or leave the box blank to display all
devices.

For JUNOSe router drivers, use the format:

<virtual router name>@<router name>

For JUNOS router drivers and PCMM drivers, use the format:

default@<router name>

Select an output style from the Style list.

In the Maximum Results box, enter the maximum number of results that you
want to receive.

Click OK.

The Drivers pane displays the status of the routers running on the SAE.
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Viewing Information About Interfaces

To view information about the interfaces available on the router:

SAE

Interfaces

Select SAE from the side pane, and click Interfaces.

The Interfaces pane appears.

About  Refresh Logout
SAE = Interfaces

Logged in

Interface Name

Wirtual Router

Style

Maximnurn Results

ﬂl Rezet |

Marne of router interface.
Flease epter: All or part of the interface name

Mame of virtual router,
Please enter: All or part of the virtual router name

Qutput style.

= Cholces!

brief: Display only interface names

Murmber of results to be displayed.
Ltegal rangs: 1 .. INF

Default value: 28

7, Juniper Hetw

d. Tracemark hlotice, Privacy,

Jun\pnrauuruot.

In the Interface Name box, enter the name of the router interface for which you
want to display information. or leave the box blank to display information
about all router interfaces.

In the Virtual Router box, enter the name of the virtual router for which you
want to display interfaces, or leave the box blank to display information for all
virtual routers.

Select an output style from the Style list.

In the Maximum Results box, enter the maximum number of results that you
want to receive.

Click OK.

The Interfaces pane displays the interfaces available on the router.
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Viewing Login Registrations
You can view all login registrations, or you can view a specific registration.

For information about login and equipment registrations, see SRC-PE Subscribers
and Subscriptions Guide, Chapter 17, How Subscribers Use the Sample Residential
Portal.

To view information about login registrations:

1. Select Registered from the side pane, and click Login.

The Login pane appears.

Logged in as: admin About Refresh Logout
SAE > Registered = Login

SAE
Login

Component
Date Mac Address

I MAC address of login registrations.
Please entert MAC address in the forrmat soonoaxxixg

Disk Output style

Interfaces... Style I j' Chofoes:

brief: Display only MAC address of login registrations
Number of results to be displayed.

Maximum Results I Legal range! 1., INF
Defauit value: 25
OKl Resetl

Junlperaequol.

Copyright @ 2007, Juniper Metwarks, Inc Al Rights R ed, Trademark Motice. Privacy.

2. In the MAC Address box, enter a MAC address that specifies the login
registrations that you want to display.

Use the format:
XXIXXIXXIXXIXX:XX
3. Select an output style from the Style list.

4. In the Maximum Results box, enter the maximum number of results that you
want to receive.

5. Click OK.

The Login pane displays information about the login registrations.
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Viewing Equipment Registrations
You can view all equipment registrations, or you can view a specific registration.
For information about login and equipment registrations, see SRC-PE Subscribers
and Subscriptions Guide, Chapter 17, How Subscribers Use the Sample Residential
Portal.
To view information about equipment registrations:

1. Select Registered from the side pane, and click Equipment.

The Equipment pane appears.

Monitor Logged in as: admin About  Refresh  Logout
SAE SAE = Registered > Egquipment
Equipment
Component
MAC address of equipment registrations.
Date e (s I FPlease entert MAC address in the format s oo e ks
Disk output style,
Strle I 'l Choices:
A6 brief: Display only MAC address of registered equipment
Mumber of results to be displayed.
Maximum Results I Legal rangs: 1 .. INF

Default value: 25

Redirect Server ﬁl Reset

Route...

7. Juniper Metworks, Inc, Al Rights Reserved. Trademark Matice, Privacy. Juniper b‘“u( Net.

2. In the MAC Address box, enter a MAC address that specifies the equipment
registrations that you want to display.

Use the format:
XXIXXIXXIXXIXXEXX
3. Select an output style from the Style list.

4. In the Maximum Results box, enter the maximum number of results that you
want to receive.

5. Click OK.

The Equipment pane displays information about the equipment registrations.

Viewing SAE Data with the C-Web Interface m 137



SRC-PE 1.0.x Monitoring and Troubleshooting Guide

Viewing Information About Threads

To view information about the threads and their priority on the SAE:

m  Select SAE from the side pane, and click Threads.

The Threads pane displays information about threads.

Monitor Logged in as: admin About  Refresh Logout
ACP d sAE SAE = Threads
cu 4| Threads
Component
Date Thread Group
Disk 3 Thread group name  system
Interfaces. Active threads 130
1PS % Active groups 1z
= . Max priority 1o

Thread name Priority Daemon thread

NTP [
Reference Handler 10 true

Redirect Server  *
Finalizer E true

Route.. Zignal Dispatcher a true

SAE 5

Security 9| Thread Group

System [ Thread group name  main
Active threads 127
Active groups 11
Max priority 10

Thread name Priority  Daemon thread

main 5 false
Timer-0 5 true
DESConnectionTester 5 true
Timer-1 5 true
Thread-3 5 true
DispatcherThread {idle} 5 true
Timer-2 5 true
Thread-g 5 true

Viewing Information About Subscriber Sessions with the C-Web Interface

You can list subscriber sessions by the distinguished name (DN) of the subscriber
entry in the directory, by login name, or by session ID. You can also list subscriber
sessions by IP address for Dynamic Host Configuration Protocol (DHCP)
subscribers, authenticated Point-to-Point Protocol (PPP) subscribers, and static IP
subscribers who are being managed by the SAE.
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Viewing Information About Subscriber Sessions by DN

To view information about subscriber sessions by DN:
1. Select SAE from the side pane, click Subscribers, and then click DN.

The DN pane appears.

Logged in as: admin About Refresh Logout
SAE > Subscribers > DN

Component
Murnber of results to be displayed.

Date Maximum Results I Legal range: 1. IN

Disk Defauit value: 25
Interfaces... Secret | Display subscriber sessions and service sessions for hidden services,

JPs Qutput style

I Choices:
Nic Siylla % brief: Display only subscriber sessions
NTP terse: Display subscriber session ID, login name, and [P address

I DM of the subscribers.

Redirect S .
irect Server Subscriber DN Flease enter: All or part of the subscriber DN

ﬁl Resst |

, Juniper Metw red, Trademark Motice, Privacy.

Junlperbn\lfN!l.

2. In the Maximum Results box, enter the maximum number of results that you
want to receive.

3. Select the Secret check box to set a flag indicating that subscriptions and
service sessions from hidden services are displayed.
4. Select an output style from the Style list.

5. In the Subscriber DN box, enter a full or partial subscriber DN for which you
want to display information, or leave the box blank to display all subscriber
sessions.

6. Click OK.

The DN pane displays information about subscriber sessions.
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Viewing Information About Subscribers by IP Address

To view information about subscriber sessions by IP address:
1. Select SAE from the side pane, click Subscribers, and then click IP.

The IP pane appears.

Logged in as: admin About  Refresh Logout

SAE SAE > Subsoibars = IP

P
Component

Murmber of results to be displayed.
Date Maxirnum Results I Ltegal range: 1 .. INF
Digk Default value! 25
Interfaces... Secret r Display subscriber sessions and service sessions for hidden services.,
JPS Qutput style
I l Choices:

c itz = brief: Display only subscriber sessions
NTP terse: Display subscriber session 1D, login narne, and IF address

Redirect Server IP Address

Route...

OK| Reset
SAE —I —I
Security
Systemn

I 1P address of subscriber sessions.
Flease enter: All or part of the subscriber [P address

7, Juniper M ks, ved, Trademark Motice. Privacy,

Junlparauufmt.

2. In the Maximum Results box, enter the maximum number of results that you
want to receive.

3. Select the Secret check box to set a flag indicating that subscriptions and
service sessions from hidden services are displayed.
4. Select an output style from the Style list.

5. In the IP Address box, enter a full or partial IP address for which you want to
display information, or leave the box blank to display all subscriber sessions.

6. Click OK.

The IP pane displays information about subscriber sessions.
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Viewing Information About Subscriber Sessions by Login Name

To view information about subscriber sessions by login name:
1. Select SAE from the side pane, click Subscribers, and then click Login Name.

The Login Name pane appears.

Logged in as: admin About Refresh Logout
SAE = Subscribers > Login Name

SAE

Login Name

Component
Mumber of results to be displayed,

Date Maximum Results I tegal range: 1 .. INF

Disk Default value! 25
Interfaces... Seoret r Display subscriber sessions and service sessions for hidden services,

Output style

I I Choices:
Style = brief: Display only subscriber sessions
terse: Display subscriber session ID, login name, and IP address

Login name of subscriber sessions,

Redirect Server q
Login Name I Flease enter: Bl or part of the subscriber login name

Route.

T T ﬂl Reset

Security
System

ved, Trademark Motice, Privacy.

Junlparbaufﬂat.

2. In the Maximum Results box, enter the maximum number of results that you
want to receive.

3. Select the Secret check box to set a flag indicating that subscriptions and
service sessions from hidden services are displayed.
4. Select an output style from the Style list.

5. In the Login Name box, enter a full or partial login name for which you want to
display information, or leave the box blank to display all subscriber sessions.

6. Click OK.

The Login Name pane displays information about subscriber sessions.
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Viewing Information About Subscriber Sessions by Service Name

To view information about subscriber sessions by service name:
1. Select SAE from the side pane, click Subscribers, and then click Service Name.

The Service Name pane appears.

About  Refresh Logout

SAE = Subscribers > Senice Name

SAE

Service Name

Component
Murmnber of results to be displayed.

Date Maxirnum Results I Ltegalranges: 1. IN

Digk Deifault value: 25
Interfaces... Secret [ Display subscriber sessions and service sessions for hidden services.

JPS Qutput style

I l Choices:
c itz = brief: Display only subscriber sessions
NTP terse: Display subscriber session 1D, login name, and IF address

I Service name of subscriber sessions.

Redirect Server i 5
Service Name Flease enter: All or part of the service name

ﬂl Resst

Junlparbuufmt.

ed. Trademark Motice, Privacy.

7, Juniper ne &l Rights R

2. In the Maximum Results box, enter the maximum number of results that you
want to receive.

3. Select the Secret check box to set a flag indicating that subscriptions and
service sessions from hidden services are displayed.
4. Select an output style from the Style list.

5. In the Service Name box, enter a full or partial service name for which you
want to display information, or leave the box blank to display all subscriber
sessions.

6. Click OK.

The Service Name pane displays information about subscriber sessions.
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Viewing Information About Subscriber Sessions by Session ID

To view information about subscriber sessions by session 1D:
1. Select SAE from the side pane, click Subscribers, and then click Session ID.

The Session ID pane appears.

Logged in as: admin About  Refresh Logout

SAE > Subscribers > Session 1D

SAE

Session ID

Mumber of results to be displayed,

Maximum Results tegal range: 1 .. INF
Default value! 25
Secret I Display subscriber sessions and service sessions for hidden services,

Output style

I Choices:
Style i brief: Display only subscriber sessions
terse: Display subscriber session ID, login name, and IP address

1D of subscriber sessions,

Session ID I Flease enter: All or part of the subscriber session ID

ﬂl Reset |

d. Tracemark hotic

Jun\plraanNtl.

2. In the Maximum Results box, enter the maximum number of results that you
want to receive.

3. Select the Secret check box to set a flag indicating that subscriptions and
service sessions from hidden services are displayed.

4. Select an output style from the Style list.

5. In the Session ID box, enter a full or partial session ID name for which you
want to display information, or leave the box blank to display all subscriber
sessions.

6. Click OK.

The Session ID pane displays information about subscriber sessions.

Viewing SNMP Information with the C-Web Interface

You can use the C-Web interface to view SNMP statistics for the SAE configuration
of:

m  Directory
m Licenses

m  Policies
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m Server processes

= RADIUS

m Devices

m  Subscriber sessions and service sessions

Viewing SNMP Statistics for the Directory
To view SNMP statistics for the directory:

m  Select SAE from the side pane, click Statistics, and then click Directory.

The Directory pane displays statistics for the directory.

Logged in as: admin About  Refresh Logout
SAE = Statistics > Directory

SAE

Directory
Component
Date SNMP Statistics
Disk Services read

Services written

Interfaces...

Subscriptions read
Subscriptions written
Users read

Users written

o oo oo

ed. Trademark Matice, Pri b L baul" et
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Viewing SNMP Statistics for Directory Connections
To view SNMP statistics for directory connections:

1. Select SAE from the side pane, click Statistics, click Directory, and then click
Connections.

The Connections pane appears.

Logged in as: admin About  Refresh Logout

Monitor

SAE > Statistics > Directory = Connections

Connections

Component
- Directory connection ID.
Date EmmEE e 1o I Flease enter: All or part of the connection ID

Disk Qutput style
Style A Choices
Interf: : . .
EflBCEs brief: Display only directory connection IDs

JPS

QK| Reset
NIC —I —I
NTP
Redirect Server

JunlperaanNnt.

e, Trademark Motice, Privacy,

Copyright @ 2007, Juniper Networks, Inc. All Rights

2. In the Connection ID box, enter a full or partial connection ID for which you
want to display information, or leave the box blank to display all SNMP
statistics for all directory connections.

3. Select an output style from the Style list.

4. Click OK.

The Connections pane displays statistics for directory connections.
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Viewing SNMP Statistics for Client Licenses
To view SNMP statistics for client licenses:

Monitor
ACP
Component
Date
Disk
Iptables...
JPS
HIC
NTP
Redirect Server
SAE

Security
Systemn

Copyright

7, Juniper Netw

m  Select SAE from the side pane, click Statistics, click License, and then click
Client.

The Client pane displays statistics for client licenses.

SAE
Client

Logged in as: admin

About  Refresh Logout

SAE > Statistics » License = Cli

SNMP Statistics
Application ID
Application type
Last request time
Lease expire time
Licenses
Mumber of request denied
Murnber of requests
Server
Status

1

1

Tue Jan 09 15:00:28 EST 2007
Tue Jan 16 11:31:01 EST 2007
50

o

9

10.227.7.169

Reachable
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Viewing SNMP Statistics for Local Licenses
To view SNMP statistics for local licenses:

m  Select SAE from the side pane, click Statistics, click License, and then click
Local.

The Local pane displays statistics for local licenses.

Monitor Logged in as: admin About Refresh Logout
SAE SAE > Statistice > License > Local
) Local
Component
Date Client License State
Disk Mode Pilot
i Mumber of licensed users 100
B Mumber of current users 0
i Expiry 2007-03-25
NTP
Redirect Server
Route...
SAE
Security
System
Copyright @ 2007, Juniper Hetworks, Inc Al Righ ed, Trademark Motice, Privacy. Juniper a‘“‘" Net.
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Viewing SNMP Statistics for Licenses by Device
To view SNMP statistics for licenses by device:

1. Select SAE from the side pane, click Statistics, click License, and then click
Device.

The Device pane appears.

Monitor Logged in as: admin About  Refresh Logout
SAE = Statistics > Licenze > Devica
SAE
4l Device
Component
Marne of a device.
Date Device Name I Flease enter: All or part of the device name. For JUNGS router drivers and PCMM
Digk drivers, use the format default@routeriarme,
Qutput style
Interfaces...
Style - Chofces:

IS brief: Display only device names

Mic ﬂl Reset

NTP

Redirect Server
Route...

SAE

Security
System

Junlparaeufnat.

ed, Trademark Motice, Privacy.

Copyright @ 2007, Juniper Networks, Inc &l Righ

2. Inthe Device Name box, enter a full or partial device name for which you want
to display information, or leave the box blank to display SNMP statistics for all
devices.

For JUNOSe router drivers, use the format:

<virtual router name>@<router name>

For JUNOS router drivers and PCMM drivers, use the format:
default@<router name>

3. Select an output style from the Style list.

4. Click OK.

The Device pane displays statistics for virtual router licenses.
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Viewing SNMP Statistics About Policies
To view SNMP statistics about policies:

m  Select SAE from the side pane, click Statistics, and then click Policy
Management.

The Policy Management pane displays statistics for policies.

Logged in as: admin About Refresh Logout
SAE SAE = Statistics = Policy Management
Policy Management
Component
Date SNMP Statistics
Disk Average time for processing interface classifer modification 0
i Average time for processing policy group modification 0
e Current total number of policy groups loaded 69
Total number of default policy decisions [n]
B Total number of errars 0
HIE Total nurnber of interface classifier modifications 0
Redirect Server Total number of policy group modifications 0
Route... Total number of service policy decisions 0
SAE Up time 94686 seconds since Thu Mar 08 09:16:17 EST 2007

Security
Systemn

Junlpnraeufnu.
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Viewing SNMP Statistics About Server Processes
To view SNMP statistics about server processes:

m  Select SAE from the side pane, click Statistics, and then click Process.

The Process pane displays statistics for server processes.

Logged in as: admin About  Refresh  Logout
SAE SAE > Statistics > Fropess
Process
Component
Date SNMP Statistics
Disk Heap in use 19434 kilo bytes (2%)
e Heap limit 210016 kilo bytes
Threads 127
Up time 94797 seconds since Thu Mar 08 09:15:55 EST 2007
Redirect Server
Route...
7, Juniper M ved, Trademark Notice, Privacy. Juniper aauf Net.
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Viewing SNMP Statistics About RADIUS

Component

Date
Disk

Interfaces...

Redirect Server
Route...

To view SNMP statistics about RADIUS:
m  Select SAE from the side pane, click Statistics, and then click RADIUS.

The RADIUS pane displays statistics for RADIUS.

Logged in as: admin About Refresh Logout
SAE = Statistics = RADIUS
SAE

RADIUS

7. Juniper M Inc, Al Rights Res:

SNMP Statistics
Accounting ACKs from unrecognized IF a
Authentication ACKs from unrecognized IP 0
Radius client ID SAE.buffy

ed, Trademark MNatice, Privacy.

Junlpnraaquat.
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Viewing SNMP Statistics About RADIUS Clients
To view SNMP statistics about RADIUS clients:

1. Select SAE from the side pane, click Statistics, click RADIUS, and then click
Client.
The Client pane appears.
Monitor Logged in as: admin About Refresh Logout
SAE SAE = Statistics > RADIUS > Client
Client
Component
Display SMMP information for either RADIUS accounting clients or RADIUS
Date authentication clients,
Disk Client Type IaCCDuming 'l Choices:
accounting: Display RADIUS accounting client information
Interfaces... authentication: Display RADIUS authentication client infarmation
1P add dd f RADIUS clients,
Ip Address I Pr’e;ser:g;;:r aAH ;T’S;:rstuof the c\lenfilﬁjnaf:ldress
Port ber far RADIUS clients.
Udp Port I P;aslugvt::: D;H ar part gf‘iﬂes client port number
Qutput style,
I I 'l hoices:
strle Cb?igfe;sDisplay only clients accessible by IP address/port number
ﬁl Resail
7, Juniper Metworks, Inc ed, Trademark Motice, Privacy. suniper a‘“‘"r o
2. Select a client type from the Client Type list:
m  accounting—Displays RADIUS accounting information
m  authentication—Displays RADIUS client authentication information

3. In the IP Address box, enter the client IP address to display SNMP information
for a specific RADIUS client, or leave the box blank to display SNMP
information for all RADIUS clients.

4. Inthe UDP Port box, enter a port number to display SNMP information for a
specific RADIUS client, or leave the box blank to display SNMP information for
all RADIUS clients.

5. Select an output style from the Style list.

6. Click OK.

The Client pane displays statistics for RADIUS clients.
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Viewing SNMP Statistics for Devices
To view SNMP statistics about devices:

1. Select SAE from the side pane, click Statistics, and then click Device.

The Device pane appears.

Monitor Logged in as: admin About  Refresh  Logout
SAE = Statistics > Device

Device

Component

Mame of a device.
Date Device Name I Flease enter: All or part of the device name. For JUNOS router drivers and PCMM
Disk drivers, use the format default@routerMame.

Output style

Interfaces... style vI Choices!

JPS brief: Display anly device names
NIC Ok | Reset

NTP

Redirect Server

7, Junipar M ved, Trademark Motice, Privacy. suniper a‘“u( Het

2. Inthe Device Name box, enter a full or partial device name for which you want
to display information, or leave the box blank to display all devices.

3. Select an output style from the Style list.
4. Click OK.

The Device pane displays statistics for all devices.
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Viewing SNMP Statistics for Specific Devices

To view SNMP statistics about specific devices:

1. Select SAE from the side pane, click Statistics, click Device, and then click
Common.

The Common pane appears.

Monitor Logged in as: admin About Refresh Logout
SAE SAE = Statistics = Dewice = Commaon
Ccommaon
Component
Mame of a device.
Date Device Name I Flease enter: Al or part of the device name. For JUNOS router drivers and PCMM
Disk drivers, use the format default@routerMame.
e e E.LSOFLI:?;-SNMP statistics for a specified device driver type.
JPs Tyne I 'l junaos: Display SNMP statistics for JUNOS router drivers
vy junose-cops: Display SNMP statistics for JUNOSe router drivers
NiC packetcable-cops: Display SNMP statistics for PCMM device drivers
NTP proxy: Display SMMP statistics for third-party drivers

Redirect Server ﬁl Reset |

Junlperbequal.

Copyright @ 2007, Juniper Metworks, Inc. Al Righ

2. Inthe Device Name box, enter a full or partial device name for which you want
to display information, or leave the box blank to display all devices.

3. Select a device type from the Type list:
= junos—Displays SNMP statistics for JUNOS router drivers
= junose-cops—Displays SNMP statistics for JUNOSe router drivers
m  packetcable-COPS—Displays SNMP statistics for PCMM device drivers
= proxy—Displays SNMP statistics for third-party drivers
4. Click OK.

The Common pane displays statistics for the specified device.
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Viewing SNMP Statistics for Subscriber Sessions and Service Sessions
To view SNMP statistics about subscriber sessions and service sessions:

m  Select SAE from the side pane, click Statistics, and then click Sessions.

The Sessions pane displays statistics for subscriber sessions and service

SESSIoNS.
Logged in as: admin About Refresh Logout
SAE SAE > Statistics > Sessions
Sessions
Component
Date SNMP Statistics
Disk Current service sessions

Current user sessions

Interfaces...

Logins (includes sync, and static IP portal logins)
Logouts

Service session idle timeouts

Service sessions started

Service sessions stopped

0o oooooo

Service session timeouts

07, Juniper Netw Jun\porbeufnnt.
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