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FCC Statement

This equipment has been tested and found to comply with
the limits for a Class B digital device, pursuant to part 15 of
the FCC rules. These limits are designed to provide
reasonable protection against harmful interference in a light
commercial installation. This equipment generates, uses and
can radiate radio frequency energy, and, if not installed and
used in accordance with the instruction, may cause harmful
interference to radio communications. However, there is no
guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful
interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one or more
of the following measures:

=Reorient or relocate the receiving antenna.

«Increase the separation between the equipment and
receiver.

«Consult the dealer or an experienced radio/TV techni-
cian for help.

«Connect the equipment to an outlet on a circuit differ-
ent from that to which the receiver is connected.

Caution: Changes or modifications to this product could

void the user's warranty and authority to operate this device.

Product License Agreement

PLEASE READ THIS LICENSE AGREEMENT
(“AGREEMENTS”) CAREFULLY BEFORE USING THIS
PRODUCT. BY INSTALLING AND OPERATING, YOU
INDICATE YOUR ACCEPTANCE OF THE TERMS OF
THIS LEGAL AND BINDING AGREEMENT AND ARE
CONSENTING TO BE BOUND BY AND ARE BECOMING
A PART TO THIS AGREEMENT. IF YOU DO NOT AGREE
TO ALL OF THE TERMS OF THIS AGREEMENT, DO NOT
START THE INSTALLATION PROCESS.

1. License Grant. This is a license, not a sales agreement,
between you, the end user, and NetScreen Technologies, Inc.
(“NetScreen”). The term “Firmware” includes all NetScreen
and third party Firmware and software provided to you with
the NetScreen product, and includes any accompanying
documentation, any updates and enhancements of the
Firmware and software provided to you by NetScreen, at its
option. NetScreen grants to you a non-transferable (except as
provided in section 3 (“Transfer”) below, non-exclusive
license to use the Firmware and software in accordance with
the terms set forth in this License Agreement. The Firmware
and software are “in use” on the product when they are
loaded into temporary memory (i.e. RAM).

2. Limitation on Use. You may not attempt and if you are a
corporation, you will use best efforts to prevent your
employees and contractors from attempting to, (a) modify,
translate, reverse engineer decompile, disassemble, create,
derivative works based on, sublicense, or distribute the
Firmware or the accompanying documentation; (b) rent or
lease any rights in the Firmware or software or
accompanying documentation in any form to any person; or
(c) remove any proprietary notice, labels, or marks on the
Firmware, software, documentation, and containers.

3. Transfer. You may transfer (not rent or lease) the
Firmware or software to the end user on a permanent basis,
provided that: (i) the end user receives a copy of this
Agreement and agrees in writing to be bound by its terms
and conditions, and (ii) you at all times comply with all
applicable United States export control laws and regulations.

4. Proprietary Rights. All rights, title, interest, and all
copyrights to the Firmware, software, documentation, and
any copy made by you remain with NetScreen. You
acknowledge that no title to the intellectual property in the
Firmware and software is transferred to you and you will not
acquire any rights to the Firmware except for the license as
expressly set forth herein.

5. Term and Termination. The term of the license is for the
duration of NetScreen's copyright in the Firmware and
software. NetScreen may terminate this Agreement
immediately without notice if you breach or fail to comply
with any of the terms and conditions of this Agreement. You
agree that, upon such termination, you will either destroy all
copies of the documentation or return all materials to
NetScreen. The provisions of this Agreement, other than the
license granted in Section 1 (“License Grant”) shall survive
termination.
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Product License Agreement

6. Limited Warranty. For a period of one (1) year after
delivery to Customer, NetScreen will repair or replace any
defective product shipped to Customer, provided it is
returned to NetScreen at Customer’s expense within that
period. For a period of ninety (90) days after the initial
delivery of a particular product, NetScreen warrants to
Customer that such product will substantially conform with
NetScreen’s published specifications for that product if
properly used in accordance with the procedures described in
documentation supplied by NetScreen. NetScreen's exclusive
obligation with respect to non-conforming product shall be,
at NetScreen's option, to replace the product or use diligent
efforts to provide Customer with a correction of the defect, or
to refund to customer the purchase price paid for the unit.
Defects in the product will be reported to NetScreen in a
form and with supporting information reasonably requested
by NetScreen to enable it to verify, diagnose, and correct the
defect. For returned product, the customer shall notify
NetScreen of any nonconforming product during the
warranty period, obtain a return authorization for the
nonconforming product, from NetScreen, and return the
nonconforming product to NetScreen'’s factory of origin with
a statement describing the nonconformance.

NOTWITHSTANDING ANYTHING HEREIN TO THE
CONTRARY, THE FOREGOING IS CUSTOMER'S SOLE
AND EXCLUSIVE REMEDY FOR BREACH OF
WARRANTY BY NETSCREEN WITH RESPECT TO THE
PRODUCT.

The warranties set forth above shall not apply to any
Product or Hardware which has been modified, repaired or
altered, except by NetScreen, or which has not been
maintained in accordance with any handling or operating
instructions supplied by NetScreen, or which has been
subjected to unusual physical or electrical stress, misuse,
abuse, negligence or accidents.

THE FOREGOING WARRANTIES ARE THE SOLE AND
EXCLUSIVE WARRANTIES EXPRESS OR IMPLIED
GIVEN BY NETSCREEN IN CONNECTION WITH THE
PRODUCT AND HARDWARE, AND NETSCREEN
DISCLAIMS ALL IMPLIED WARRANTIES, INCLUDING
IMPLIED WARRANTIES OF MERCHANTABILITY,
FITNESS FOR A PARTICULAR PURPOSE AND
NONINFRINGEMENT OF THIRD PARTY RIGHTS.
NETSCREEN DOES NOT PROMISE THAT THE
PRODUCT IS ERROR-FREE OR WILL OPERATE
WITHOUT INTERRUPTION.

7._Limitation of Liability. IN NO EVENT SHALL
NETSCREEN OR ITS LICENSORS BE LIABLE UNDER
ANY THEORY FOR ANY INDIRECT, INCIDENTAL,
COLLATERAL, EXEMPLARY, CONSEQUENTIAL OR
SPECIAL DAMAGES OR LOSSES SUFFERED BY YOU OR
ANY THIRD PARTY, INCLUDING WITHOUT
LIMITATION LOSS OF USE, PROFITS, GOODWILL,
SAVINGS, LOSS OF DATA, DATA FILES OR PROGRAMS
THAT MAY HAVE BEEN STORED BY ANY USER OF THE

FIRMWARE. IN NO EVENT WILL NETSCREEN'S OR ITS
LICENSORS' AGGREGATE LIABILITY CLAIM BY YOU,
OR ANYONE CLAIMING THROUGH OR ON BEHALF OF
YOU, EXCEED THE ACTUAL AMOUNT PAID BY YOU TO
NETSCREEN FOR FIRMWARE.

Some jurisdictions do not allow the exclusions and
limitations of incidental, consequential or special damages,
so the above exclusions and limitations may not apply to you.

8. Export Law Assurance. You understand that the
Firmware is subject to export control laws and regulations.

YOU MAY NOT DOWNLOAD OR OTHERWISE EXPORT
OR RE-EXPORT THE FIRMWARE OR ANY UNDERLYING
INFORMATION OR TECHNOLOGY EXCEPT IN FULL
COMPLIANCE WITH ALL UNITED STATES AND OTHER
APPLICABLE LAWS AND REGULATIONS.

9. U.S. Government Restricted Rights. If this Product is
being acquired by the U.S. Government, the Product and
related documentation is commercial computer Product and
documentation developed exclusively at private expense, and
(a) if acquired by or on behalf of civilian agency, shall be
subject to the terms of this computer Firmware, and (b) if
acquired by or on behalf of units of the Department of
Defense (“DoD”) shall be subject to terms of this commercial
computer Firmware license Supplement and its successors.

10. Tax Liability. You agree to be responsible for the
payment of any sales or use taxes imposed at any time
whatsoever on this transaction.

11. General. If any provisions of this Agreement are held
invalid, the remainder shall continue in full force and effect.
The laws of the State of California, excluding the application
of its conflicts of law rules shall govern this License
Agreement. This Agreement will not be governed by the
United Nations Convention on the Contracts for the
International Sale of Goods. This Agreement is the entire
agreement between the parties as to the subject matter
hereof and supersedes any other Technologies,
advertisements, or understandings with respect to the
Firmware and documentation. This Agreement may not be
modified or altered, except by written amendment, which
expressly refers to this Agreement and which, is duly
executed by both parties.

You acknowledge that you have read this Agreement,
understand it, and agree to be bound by its terms and
conditions.

Hardware, including technical data, is subject to U.S. export
laws, including the U.S. Export Administration Act and its
associated regulations, and may be subject to export or
import regulations in other countries. Customer agrees to
comply strictly with all such regulations and acknowledges
that it has the responsibility to obtain licensed to export, re-
export, or import hardware.
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Preface

The NetScreen-5XP ™ is a network security device that protects your Ethernet
local area network (LAN) or standalone desktop computer when connecting to the
Internet. Using a NetScreen-5XP as a firewall, you can configure access policies
that control inbound and outbound network and Virtual Private Network (VPN)
traffic.

FIPS Certification Note: For information on NetScreen compliance with
Federal Information Processing Standards (FIPS) and for instructions on setting
a FIPS-compliant NetScreen device in FIPS mode, see the NetScreen-5XP
Cryptographic Module Security Policy on the documentation CD-ROM.

MANUAL ORGANIZATION

This manual has three chapters and one appendix.
Chapter 1, Hardware Description, describes the NetScreen-5XP device.

Chapter 2, Connecting the NetScreen-5XP to the Network, describes how to
connect the NetScreen-5XP to a network in single-workstation or
multiple-workstation configurations.

Chapter 3, Initial Configuration, describes 3 ways of configuring the device. You
can use the Quick Start™ disk provided, use the Web U, or use the Command
Line Interface (CLI).

Appendix A, Safety Recommendations and Warnings, provides general site
requirements, safety warnings, and explains the cautionary procedures you
should observe before installing and operating the NetScreen-5XP unit.

Installer's Guide
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Preface

GENERAL LAYOUT OF THE NETSCREEN-5XP WEBUI

The Web User Interface (WebUI) contains two main logical sections: the menu
column and the central display area.

« The menu column includes four main functional categories: System,
Network, Lists, and Monitor, each of which contain further sub-functions,
represented by tabs in the central display area. During the configuration
process, you first must select a main functional category before choosing the
various utilities offered within each sub-category.

= The central display area displays the information for each of the categories
in the menu column, in either a tabular or graphical format. These pages
generally contain links to dialog boxes through links such as New Policy,
New Manual Key User, New Entry, Edit, and so forth.

NETSCREEN -5xP shelp  ®support ® about  ® logout

Menu Access Policies Fri 9 Feb 2001 132515
column
Page 1of 1
Interface
Network
Tab m__' Incoming N Outgoing
categories
D Source Destination Service | NAT | Action | Option Configure
Lists 0| insidedny | Outside Any ay @ @ @‘B”‘ fé" ‘ o] B2
Monitor
Counters
Copyright ® 10952001
NetSereen Technolegies
Ine.
L | n kS Al rights ress e d

New Policy List |20 x| per Page

The NetScreen-5XP Central Display Area
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COMMAND LINE INTERFACE (CLI) SYNTAX

These conventions apply to all NetScreen commands.

Syntax

A parameter inside [ ] (square brackets) is optional.
A parameter inside { } (braces) is required.
Anything inside < > is a variable.

If there is more than one choice for a parameter inside [ ] and {}, they are
separated by a pipe ( | ). For example, [auth {nmd5 | sha-1}] means
“choose either MD5 or SHA-1 as your authentication method.”

IP addresses are represented by <a.b.c.d>, and <a.b.c.d>—<w.x.y.z> if a range
is being specified.

A subnet mask is represented by <A.B.C.D>.

Conventions

To remove a single character, press BACKSPACE or CTRL+H.
To remove an entire line, press CTRL+U.

To traverse up to 16 lines forward in the command history buffer, press CTRL+F or the
DOWN ARROW key.

Note: To use the arrow keys for navigating among commands in a Telnet
session on Windows 95, 98, NT, or 2000: On the Terminal menu, click
Preferences..., select the VT100 Arrows check box, and click the OK button.

To traverse up to 16 lines backward in the command history buffer, press
CTRL+B or the UP ARROW Kkey.

To see the next available keyword or input, and a brief description of usage,
type a question mark (?).

The console times out and the connection is broken if no keyboard activity is
detected for 10 minutes.

Items you enter are into the system are in bold text.

Installer's Guide



Preface

For further explanation of NetScreen commands and their syntax, refer to the
NetScreen CLI Reference Guide, which is included on the product CD.

RELATED PUBLICATIONS
The following technical publications are shipped with the NetScreen-5XP device:
NetScreen-5XP Getting Started Guide
The following publications are included on the product CD:
NetScreen Concepts and Examples ScreenOS Reference Guide
NetScreen CLI Reference Guide
NetScreen WebU|I Reference Guide

X NetScreen-5XP



Hardware Description

This chapter provides illustrations and descriptions of the NetScreen-5XP front
and back panel.

Figure 1-1 shows the front view of the NetScreen-5XP.

NETSCREEN-BEXP

POWER STATUS LINK STATUS
ﬂ’ = == == |

TRUSTED UNTRUSTED

Power Status Trusted and Untrusted
LED LED Link Status LEDs

Figure 1-1 Front Panel of the NetScreen-5XP

= Power LED: glows solid green when power is supplied to the NetScreen-
5XP.

= Status LED: glows solid green when NetScreen-5XP is first powered up and
the unit first performs diagnostics. Then the unit goes into a startup phase,
which takes up to one minute to complete. During startup, the LED blinks
orange, after which the LED blinks green. If an error is detected, then the
LED glows red.

= Trusted and Untrusted Status LEDs: Each Ethernet port has a link
lights or LED. When blinking, it shows traffic activity. When the Ethernet
cables are plugged in properly, they glow green.

Installer's Guide 1-1



Chapter 1 Hardware Description

Figure 1-2 shows a back view of the NetScreen-5XP.

Console
A 0007
o [1 [0 & s

Untrusted Trusted

Untrusted  Trusted Console Configuration DC Power
Port Port Port Reset Hole Input

Figure 1-2 Back Panel of the NetScreen-5XP

The back panel of the NetScreen-5XP contains the following features:

= Trusted and Untrusted Ports: See “Connecting the NetScreen-5XP to the
Network” on page 2-1 for cabling guidelines.

= Console Port: DB9 serial port connector for local diagnostics.

= Configuration Reset Pinhole: When the user resets the device, the
NetScreen-5XP will boot up using the original factory default configuration.
Any current existing configuration settings will be lost, and the firewall and
VPN service rendered inoperative. See “Configuration Reset Pinhole” on
page 3-26 for more information.

A Warning For complete security, operate the NetScreen-5XP in a “locked room”
environment.

= Power Outlet: Use the universal power supply included with your
NetScreen-5XP unit to connect to the power outlet.

1-2 NetScreen-5XP



Connecting the
NetScreen-5XP to the Network

A Caution

Follow the instructions in this chapter to connect the NetScreen-5XP device to the
network.

Make sure you have read the Appendix A,“Safety Recommendations and
Warnings” on page A-1, before you begin.

Note: Check your router, hub, or computer documentation to determine if you
should reconfigure the device or if you should switch off the power supply when
connecting new equipment to the LAN.

1. Connect the universal power supply’s DC cable to the power outlet on the

NetScreen-5XP device, and the AC cable to an AC outlet. The NetScreen-5XP
unit is powered when connected. The power specifications are as follows:

Input: 85-264 VAC
Output: 5 VDC @ 1.5 amps
DC Jack: 2.5 mm x 5.5 mm x 11 mm; polarity is center positive

The NetScreen-5XP takes up to one minute to start up. There is no ON/OFF
switch. If you need to reboot at any point, unplug the NetScreen device for 30
seconds and then plug it back in again.

Untrusted Port: Connect the NetScreen-5XP to the router using a twisted
pair cable with RJ45 connectors.

Trusted Port: Connect the NetScreen-5XP to the LAN using a twisted pair
cable with RJ45 connectors.

Installer's Guide
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Chapter 2 Connecting the NetScreen-5XP to the Network

2. Connect the NetScreen-5XP to the network as shown in one of the following
illustrations:

— Figure 2-1 “Typical Multiple-Workstation Configuration—Router
Connected to the Untrusted Port, LAN Connected to the Trusted Port”
on page 2-2.

— Figure 2-2 “Typical Single-Workstation Configuration—Router
Connected to the Untrusted Port, Workstation Connected to the
Trusted Port” on page 2-3.

( Internet )
Internet /

Router

F= -" Untrusted

Trusted

Straight-through cable (White)/'

NetScreen-5XP

Figure 2-1 Typical Multiple-Workstation Configuration—Router Connected to the
Untrusted Port, LAN Connected to the Trusted Port
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{ Internet ‘

Straight-through

cables (white) \ D <4— Internet Router

«4—— NetScreen-5XP

. 4—— Workstation

Figure 2-2 Typical Single-Workstation Configuration—Router Connected to the

Untrusted Port, Workstation Connected to the Trusted Port

Note: Because of the wide variety of available routers, hubs, and switches, the
cabling configuration presented here might not satisfy your network connection
requirements. If the cabling suggested above does not work, try other cable
configurations until a link light is established.

You may have to supply additional cables, depending on your particular
configuration. A DTE (Data Terminal Equipment) device requires a crossover
cable to connect to a DTE port. A DCE (Data Communications Equipment) device
requires a crossover cable to connect to a DCE port.

Table 2-1 Typical NetScreen-5XP Cable Connections

For a Device Connected to: |Untrusted Port (DTE)" Trusted Port (DCE)
Workstation (DTE) crossover straight-through
Switch/Hub (DCE) straight-through crossover

Router® (DTE) crossover straight-through

"An Untrusted Ethernet port is not technically a DTE but for cabling purposes, should be
treated as such.

® Routers with uplink ports may behave in reverse.

Installer's Guide
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Chapter 2 Connecting the NetScreen-5XP to the Network

3. If you have not already done so, turn on the power supply to the devices you
have connected to the NetScreen-5XP.

If all cables are connected correctly, the link light for each connection glows.

2-4 NetScreen-5XP



Initial Configuration

The NetScreen-5XP device supports three operational modes: Transparent mode,
NAT (Network Address Translation) mode, and Route mode. This section provides
an overview of each mode and the required steps to perform an initial
configuration.

TRANSPARENT, NAT AND ROUTE MODES

Transparent Mode

In Transparent mode, the NetScreen device inspects packets traversing the
firewall without modifying any of the source or destination information in the IP
packet header. Because it does not translate addresses, the IP addresses on the
protected network must be valid, routable addresses on the Untrusted network®,
which might be the Internet. In Transparent mode, the IP addresses for the
Trusted and Untrusted interfaces are set at 0.0.0.0, making the presence of the
NetScreen device invisible, or “transparent,” to users. The NetScreen device acts
as a Layer 2 bridge.

Network Address Translation (NAT) Mode

When in NAT mode, the NetScreen device translates two components in the
header of an outgoing IP packet traversing the firewall from the Trusted side: its
source IP address and source port number. The NetScreen device replaces the
source IP address of the host that sent the packet with the IP address of the
Untrusted port® of the NetScreen device. Also, it replaces the source port number
with another random port number generated by the NetScreen device.

1. If the router on the Untrusted side performs NAT, then the addresses on the Trusted side can be
private IP addresses.

2. If the outbound traffic is destined for the DMZ, then the source IP address is translated to that of
the DMZ port.

Installer's Guide 3-1



Chapter 3 Initial Configuration

Route Mode

In Route mode, the NetScreen device routes traffic between different interfaces
without performing NAT; that is, the source address and port number in the IP
packet header remain unchanged as it traverses the NetScreen device. Unlike
NAT, the hosts on the Trusted side must have public IP addresses, and you do not
need to establish Mapped and Virtual IP addresses to allow sessions initiated on
the Untrusted side to reach hosts on the Trusted side. Unlike Transparent mode,
the Trusted and Untrusted interfaces are on different subnets.

For further configuration examples and detail, see the NetScreen Concepts &
Examples ScreenOS Reference Guide.

Configuring the NetScreen-5XP

There are three ways to configure the NetScreen-5XP for the first time:

= Using the Quick Start Program.

= Using a Web browser running on a workstation connected via a network to
the Trusted port.

= Using CLI via either Telnet or the serial port.

Table 3-1 Administration Configuration Requirements

Configuration Method |Requirements

Quick Start Netscape® Communicator® v4.5 or greater, or Microsoft®
Internet Explorer v5.0 or greater

TCP/IP network connection to the NetScreen-5XP

WebUI Netscape Communicator v4.5 or greater, or Microsoft
Internet Explorer v 5.0 Web browser.

TCP/IP network connection to the NetScreen-5XP.

Secure Sockets Layer (SSL) requires that a certificate be
loaded into the NetScreen-5XP. See the NetScreen Concepts
and Examples ScreenOS Reference Guide for further
information.

3-2
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Configuring Via the Quick Start Program

Table 3-1 Administration Configuration Requirements

Configuration Method

Requirements

CLI

Via the console port, using Hilgraeve® Hyperterminal® or a
VT100 terminal emulator on the administrator’s
workstation and an RS-232 Console cable

Via Telnet, using a VT100 terminal emulator and TCP/IP
network connection to the NetScreen device.

Secure Shell (SSH) requires that a key be generated in the
NetScreen-5XP. See the NetScreen Concepts and Examples
ScreenOS Reference Guide for further information.

Table 3-2 Important Default Configuration Settings

Default System IP Address:

192.168.1.1

Default Trusted/Untrusted IP Addresses:

0.0.0.0
(transparent mode)

Default Username:

netscreen

Default Password:

netscreen

Default Policy:

source: inside any
destination: outside any
service: any

action: permit

CONFIGURING VIA THE QUICK START PROGRAM

NetScreen-5XP comes with The Quick Start disk for easy configuration.

1. Insert the Quick Start disk into the 3 1/2 -inch floppy drive of the Windows

95/98, Windows NT® v4.0 or Win2000 computer from which you will

configure unit on the LAN.

2. On the Windows task bar, click the Start button, and then select Run.
3. At the Command Line, type a: \ nsgst art . exe, then select OK.

®

Note: If the floppy drive of your computer does not use “a,” replace the “a” in
the above command with the drive letter it uses.

The NetScreen Quick Start Welcome window appears as in Figure 3-1 on

page 4.

Installer's Guide
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Chapter 3 Initial Configuration

NetScreen Quick

Welcome to NetSoreen Quick Start...

This program will guide you through the necezsam
zheps to configure your MetScreen device to
communicate with wour network,

Thig program will
11 Search your netwark, for MetScreen devices
2] Configure pour MetScreen device
3] Create a log file of changes to your MetScreen
Device in pour temporan directon:

o wwindowshT EMPYnsgs log
4] Launch your "W browser for further configuration

‘&&

System

To begin zimply click the Mest button. .

Yerzion 1.0 -
@ 1339 MetSoreen Technologies, [ne. Exit | Mest >

Figure 3-1 NetScreen Quick Start Welcome

4. Read the information on the NetScreen Quick Start Welcome screen, then
click the Next button.

If there is more than one network card on the computer, the Quick Start
program displays their IP addresses and prompts you to select the one for

the network on which you are installing the NetScreen-5XP, as shown in
Figure 3-2.

MetScreen Quick Start |

More than one network, card wasz found on this computer,
pleaze select the nebwork, card to uze from the lizt below,

20007128
172.16.20.50

Figure 3-2 Network Card IP Address List

Select the appropriate network card, and then click OK.

Note: The Quick Start program can only find the NetScreen-5XP devices on your

network that still have the factory default configuration.

NetScreen-5XP



Configuring Via the Quick Start Program

5. When the NetScreen Quick Start Select Device dialog box displays, select the
NetScreen-5XP you want to configure, as shown in Figure 3-3, then click the
Next button. In the event more than one NetScreen device is found, match
the serial number of the new device to the one found by the Quick Start
program, select it, and click Next.

MetScreen Quick Start [2/3) - Select Device

— Devices Found

5XP
=

SM:0110abc222000002

— Search Results

There iz one MetScreen device to be configured. ..
Please select a MetScreen device to continue. .

Ea | <meok [T

Figure 3-3 NetScreen Quick Start-Select Device

6. Enter the new System IP address for the NetScreen device you are
configuring, as shown in Figure 3-4 on page 3-6.This value must be an
available address on the Trusted subnet. This is the address that you will
use to further manage the NetScreen-5XP.

Note: Since connectivity is lost when the IP address is moved to a different
subnet, the user must record the IP address.
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MetScreen Quick Start [3/73) - Configuration

—Your Computer's Settings

IP &ddress: 17216.10.154

— Device Information

Serial Number; |D1 10abe22a000008

Device Type: |Net8creen 4P

— Mew Configuration

System IP Address: |132_1 E8.1.1 This ig the address you will use from

now on ko configure your MetScreen
device. You need to remember this
address for further configuration.

& Tranzparent Mode
i Mebwork Address Translation Mods [MNAT)

¥ Launch web browser for further configuration

Est | <Back |7Einih

Figure 3-4 NetScreen Quick Start-Configuration Dialog Box
Selecting Transparent Mode
1. To launch your NetScreen-5XP in Transparent mode, select Transparent

Mode as shown in Figure 3-4.
2. Click Finish.
If you leave the Launch web browser for further configuration check

box selected (the default), Quick Start opens your Web browser and displays
the User name and Password dialog box as shown in Figure 3-7 on page 3-9.

If you clear the Launch web browser for further configuration check
box, you must start your Web browser manually when Quick Start exits.

NetScreen-5XP
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Selecting Network Address Translation or Route Mode

1. To launch your NetScreen-5XP in NAT mode, select Network Address
Translation Mode (NAT) as shown in Figure 3-5.

HetScreen Quick Start [(3/74] - Configuration

—Your Computer's Settings

IP Address: 17216.10.154

— Device Information

Serial Humber: |D11Uabc22aDDDDUS

Device Type: |NetS creen 5P

— Mew Configuration

System IP Address: I'I 92.168.1.1

" Tranzsparent Mode
i+ Metwork Address Translation Mode [MAT)

Thiz iz the address pou will uze from
now on to configure your MetScreen
device. You need to remember this
address for further configuration.

¥ Launch web browser for further configuration

Ext | <Back [77EnER 7Y

Figure 3-5 NetScreen Quick Start Configuring Screen

2. Click Next. The Configuration (NAT) screen appears, as in Figure 3-6.

MetScreen Quick Start [4/4] - Configuration [MAT]

— MetScreen Device Information

Syztem |P Address: 172.16.10.43

— Trust Interface Configuration

IP Address: I‘I 72161043 Subnet: |255.255.255.D Gateway: ID. oo

& NAT Mode " Route Mode

— Untrust Interface Configuration
" Use DHCP
" Use PPPOE

Uzemame: I

i Manually Assign

Password: I

IP Address: ID.D. 0o Subnet: |255.255.255.D G atewayw: ID. 000

V' Launch web browser for further configuration

Edt | <Back | Einsn |

Figure 3-6 NetScreen Quick Start Configuration (NAT) Screen

3. Specify either NAT Mode or Route Mode.
4. Enter the IP address, subnet mask of the NetScreen-5XP Trusted interface.

Installer's Guide

3-7



Chapter 3 Initial Configuration

5. To configure the Untrusted interface, use one of the following three methods:
a. To use Dynamic Host Control Protocol, select DHCP.

b. To use Point-to-Point Protocol over Ethernet, select PPPoE and enter the
User name and Password for the login prompt.

c. To assign an IP address, subnet mask, and gateway IP address manually,
select Manually Assign and then enter the settings in the appropriate
fields.

6. Select Finish.

If you leave the Launch web browser for further configuration check
box selected (the default), Quick Start opens your Web browser and displays
the Username and Password dialog box, as shown in Figure 3-7 on page 3-9.

If you clear the Launch web browser for further configuration check
box, you must start your Web browser manually when Quick Start exits. For
more information on logging in manually, see “Logging on and Setting the
System IP Address” on page 3-9.

To verify that your configuration is correct, follow the steps described in “Testing
the Configuration” on page 3-19.

CONFIGURING VIA THE WEBUI

You can also perform the initial configuration through a Web browser without the
NetScreen-5XP Quick Start disk. To do this, you need to change the IP address of
the management workstation to the same subnet as the NetScreen-5XP default
System IP address.

Then after making an Ethernet connection to the NetScreen-5XP, you can log on
through a Web browser. The section “Logging On and Setting the System IP
Address” on page 3-23 details this procedure.

Refer to Table 3-1 for administration requirements. For further
information regarding levels of administration, see the “NetScreen
Concepts and Examples ScreenOS Guide”.

Making a Connection

Before you begin, be sure you connected the NetScreen-5XP hardware to the
network as outlined in “Connecting the NetScreen-5XP to the Network” on page
2-1.
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Logging on and Setting the System IP Address

For remote administration of the NetScreen device over a network connection, you
must change the system IP address. The NetScreen-5XP ships from the factory
with a default IP address of 192.168.1.1. To change this to an address on the same
subnet as the other network devices to which the NetScreen-5XP is connected,
perform the following procedure:

1. Record your workstation's IP address and subnet mask. You must re-enter
them later in this process.

Note: To find your workstation IP address: Start>>Settings>>Control
Panel>>Network>>Configuration, select TCP/IP and then click Properties.

2. Change the IP address of the workstation to 192.168.1.2 and a netmask of
255.255.255.0. (You might have to restart the workstation to enable these
changes to take effect).

Note: For Windows NT users, ensure that you are logged on to the
workstation as an administrator.

3. Start your Web browser.

4. In the URL field of the browser, enter the IP address of the NetScreen-5XP:
http://192.168.1.1.

The Enter Network Password dialog box appears, as shown in Figure 3-7 on
page 3-9.

Enter Metwork Pazsword Ed |

Fleaze enter your authentication information.

Cancel

il

Reszource: MHetScreen Administration T ools

User name: Inetscreen

Pazzword:

Ixxxxxxxxx

[T Save thiz password in wour password list

Figure 3-7 Enter Network Password Dialog Box
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AWarning

5.

6.

In the dialog box, type net scr een for both the Username and Password, and
then click OK.

Note: The Username and Password are case-sensitive. After configuring the

NetScreen device for the first time, change the default Username and
Password.

Since they are easily guessed, it is strongly recommended that the Username
and Password be changed as quickly as possible.

An IP Address Configuration dialog box, as shown in Figure 3-8 on page 3-10
is displayed for first-time configuration.

1P cONFIGURATION

Welcome to NetScreen-5!

Please provide a legitimate IP address for the MNetScreen-5. You will use this
address to manage the system afterwards

IP Address 192.168.1.1
NetMask 255.265.265.0
Your IP Address 192.168.1.2

¥ Synchronize system clock with this client

Figure 3-8 Initial IP Address Configuration

Enter a new System IP address and netmask for the NetScreen-5XP, and
then click OK to save your settings.

Note: The IP address must be a valid and available IP address on your local
network, and the subnet mask must be an appropriate value for your local
network.

The Configuring in Progress screen appears, as shown in Figure 3-9 on
page 3-11.

3-10

NetScreen-5XP



Configuring Via the WebUI

Figure 3-9 Configuring in Progress Screen

7. Reconfigure your administration workstation IP address to the original
settings that you recorded in the first step. Depending on the operating
system, you might have to restart your workstation.

Once the IP configuration is complete, you must again log on.

8. When the Web browser is activated, enter the newly created IP address of
the NetScreen-5XP.

The User name and Password dialog box displays.

9. In the User name and Password dialog box, type net scr een for both the
Username and Password, and then click OK. (Remember that the Username
and Password are case-sensitive.)

Installer's Guide
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To change the default administrator login and Password:

1. Select the Admin button in the menu column to view the Admin page, as
shown in Figure 3-10.

#® help & support ® about ® logout

NETSCREEN"-5XP
System Administration

In

—— NS Global
Netveork
Administrative Authentication Method Settings
Local Admin Tser Database

| Local Administrator Name Privileges ‘ Options
| netscreen Root ‘ Edit

r Ezternal RADIUS Server
= Server Hams
Monitor
Shared Secret

Alarmm Management Client IP | Netmask ‘ Options
WO Management Client IP is specified.

Copyright & 1835-2001

HetSereen Teshnologies
Ine. =+ Mew Local Administrator = New Management Client 1P Apply Cancel
All rights reserved

Figure 3-10 The Administration Settings Page

2. On the Local Administrator Name click Edit under Options. The Admin
User Configuration Menu appears, as in Figure 3-11 on page 3-13.
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NETSCREEN-5XP ® help ® support @ about

System
ADMIN USER CONFIGURATION

Name Inetscreen

0ld Password I

New Password I

Confirm Password I

oK Cancel

Copyright @ 1888-2001
NetScrasn Technologies
Ine.

Al rights resenred

Figure 3-11 Admin User Configuration Menu

3. Type a new Admin Login Name.

Note: The login name and password must be alphanumeric. The login name
and password are case-sensitive.

4. Type the old password (initially net scr een) in the Old Password field. You
must enter the old password to change to the new password.

5. Type the new password in both the New Password field and the Confirm
New Password field.

6. Record the new administrator login name and password in a secure manner.

A Warning Make sure that you record your Password. If you forget it, you must reset the
device to the factory settings to regain access to the device. (See
“Configuration Reset Pinhole” on page 3-26.)

7. Leave the other fields at their default entries, and click the Apply button.

The changes require the NetScreen-5XP to reset, which it automatically does
at this point. Figure 3-12 shows the system message that appears.
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You are ahout to reset the system. Are you sure you want to
continue ?

Figure 3-12 System Message Display

8. Click the Yes button to confirm your command to reset the system.

The next time you log in, use the new login name and password.

Setting Interface Addresses

Before configuring the interface addresses, decide whether to use NAT or
Transparent mode. The following procedure provides information for configuring
both modes of operation.

Trusted Inferface Configuration
1. Click the Interface button in the menu column.

The Interface pages appear, with the Trusted Interface page displayed.
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2. Click Edit to open the Trusted Interface Configuration dialog box.

Interface Name trast (0010, dbE 0300, Thed10kIb)
IP Address [0.0.0.0
Metrnaske [0.0.0.0
Default Gateway |D.D.D.D

IManage TP [0.0.0.0 0010.db02 6000
Traffic Bandwidth [0 Ebps
Interface Maode = AT i Foute
I WWeb TT I Telnet
Ilanagement Services &l =5 ol ges
a8 P MS-Global F SMMP
W T35 -GlobalPREO
Other Services M Ping I Ident-reset
Sawve | Cancel | Sawve and Reset I

Figure 3-13 Trusted Interface Configuration

3. Enter the following, and then click Save:
< IP Address: Type an IP address for the Trusted interface.

< Netmask: Type an appropriate netmask.

= Default Gateway: Type the IP address of the router—if there is one—

that exists between the Trusted network and the NetScreen-5XP.
4. Select either NAT Mode or Route Mode, and then click Save.
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Untrusted Inferface Configuration

1. Click the Untrusted tab, and then Edit to open the Untrusted Interface
Configuration dialog box.

2222
255,265 265.0
0.00.0

000

I!I!!I!ILEI

|

Figure 3-14 Untrusted Interface Configuration
2. For the Untrusted Interface Configuration, select one of the following and
click Save and Reset:

Obtain IP using PPPoE (Point-to-Point Protocol over Ethernet), and enter
the Username and Password.

Obtain IP using DHCP (Dynamic Host Control Protocol).
Static IP, and enter the following:
= IP Address: Type the ISP-assigned Untrusted IP address.

< Netmask: Type an appropriate netmask.
= Default Gateway: Type the IP address of the external router.
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Allowing Outbound Traffic

By default, the NetScreen-5XP does not allow inbound or outbound traffic, nor
does it allow traffic to or from the DMZ. Create access policies to permit specified
kinds of traffic in the direction(s) you want. You can also create access policies to

deny and tunnel traffic.

The following access policy permits all kinds of outbound traffic from any point on
the Trusted network to any point on the Untrusted network. Of course, your
network might require a more restrictive policy. This example is offered only to
illustrate how an access policy is created; it is not presented as a requirement for

an initial configuration.

NETSCREEN-5xP

® about & logout

System

Monitor

Copyright & 19082001
HetSereen Technolagies
Ine.

All rights reserved.

Policy cCONFIGURATION

Name {(optional) |
Source Address lm
Destination Address lm
Service [y 7]

NAT « Of

&
C DIPOE T Fiz-Port

C DIF On

MNone »
Action |Permit x

VFN Tunnel |Mone =
L2TP |Mone =
Authentication ™
Logging M Enable Counting ¥ Enable

Alarm Threshold |100 Bytes/Sec IEEI Bytes/Ddin
Schedule |Mone >

Traffic Shaping & Of

-~
Guaranteed Bandwidth |0 lebps
Iazimum Bandwidth |0 kbps

Traffic Pricrity Low priority

D3 Codepeint Marling ™ Enable

0K | Cancel

Figure 3-15 Policy Configuration Menu

Note: For more information on Access Policies, please refer to the NetScreen
Concepts and Examples ScreenOS Reference Guide.
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Changing the Administrator Login Name and Password

To change the default login name and password:
1. Select the Admin button in the menu column to view the Admin page.

2. Click Edit in the Options column for the root level administrator netscreen.

3. The Admin User Configuration screen appears, as in Figure 3-16.

NETSCREEN -5XP ® help ® support @ about

System
— ADMIN USER CONFIGURATION

Name Iﬂetscreen

0ld Password |

New Password |

Confirm Password I

Monitor

Counters

ok | _cance
Copyright @ 19922001
NetSereen Technologiss
Ine.
sl rights rese e d

Figure 3-16 The Administration Page

In the Name field, type a new login name.
5. Type the old password (initially netscreen) in the Old Password field.

6. Type the new password in the New Password field and in the Confirm New
Password field.

Note: The login name and password must be alphanumeric, and are case-
sensitive

7. Record the new login name and password in a secure manner.

A Warning Make sure that you remember your password! If you forget it, you must reset
the device to the factory settings to regain access to the device. (See
“Configuration Reset Pinhole” on page 3-26.)
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8. Leave the other fields at their default entries, and click OK.

The changes require the NetScreen-5XP to reset, which it automatically does
at this point. Figure 3-17 shows the system message that appears.

You are about to reset the system. Are you sure you want to
continue ?

Figure 3-17 System Message Display

9. Click Yes to confirm your command to reset the system.
The next time you log in, use the new login name and password.

Testing the Configuration

Use a Web browser to access an external Web site (for example,
www.netscreen.com). You should be able to locate the site and access the available

Web pages.
If you cannot access the Web site, check the following:
= Link lights on the NetScreen-5XP, workstations, hubs, and the router are
glowing.
= The workstation IP and Netmask have the correct settings.
= The workstation gateway points to the router.
= The workstation has a valid DNS entry.
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Configuration Reset

When the user presses the reset button, the NetScreen-5XP will reset and boot up
using the original factory default configuration. Any current existing
configuration settings will be lost, the firewall and VPN service rendered
inoperative and an “alert SNMP trap” message will be sent to the administrator.

Please refer to “Configuration Reset Pinhole” on page 3-26 for more information.

Note: After successfully resetting and reconfiguring the NetScreen-5XP, it is
strongly advised to backup the new configuration setting, as shown in “Backup
Configuration Settings” on page 3-20.

Backup Configuration Settings

Through the WebUI, you can download the configuration settings of the
NetScreen-5XP to any local directory as a backup precaution.

Download Configuration:

1. Click Admin in the menu column, click the Settings tab, and then click the
Save Current Configuration option, as shown in Figure 3-18.

® help ® support @ about ® logout

NETSCREEN-5XP

System

sl " Admin % Settings % Syslog %, SNMP % NSGiobal %,  Web %

System IP Address: IW 01002121

& Append to Configuration
. l_ B .
Load New Configure Script &I  Replace Confizuration

GMT Time Offset |+8 7| hours
" Enable Network Time Protocol

0.0.0.0 10
Monitor Serverl Update system clock every tninutes
¥ Enable Daylight Saving Time
Counters | [C Enable E-mail Notification for Alarms
.
E Server HName [ Tnclude Traffic Log
E-mail Address 1 |
Copyright @ 19982001
NetSereen Teshnalagies E-mail Address 2 |
Ine.
Al S e I Enable Secure Command Shell {for ssh patible client )
¥ Log Packets to Self that are dropped
B [Save Current Confiquration Cancel

Figure 3-18 Administration Settings Menu
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The Download File dialog box appears, as shown in Figure 3-19.

File Download »
You have chozen bo download & file from this location,

cfg fram 10.100.2.121

‘wihat would you like ta do with this file?

 Hiper this file from its curent Incationé
' 5 ave this il to disk

Iw | lwans ask Before apening it bipe affile

(] I Cancel | More Info

Figure 3-19 File Download Dialog Box

3. Click Save and browse to the location where you want to keep the
configuration file.

Note: For further information regarding uploading and downloading of
configuration settings, see the NetScreen Concepts & Examples ScreenOS
Reference Guide.
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CONFIGURING VIA THE CLI

The following section provides information on how to configure the device using
the command line interface (CLI).

Note: For further information regarding using the command line interface, see
the NetScreen Command Line Interface Reference Guide.

Making a Connection

You can access the CLI either by connecting directly via a console (or serial) cable
or you can use the network via Telnet. Connection instructions are offered for both
methods.

Refer to Table 3-1 on page 3-2 for administration requirements.

Connectling via the Console Port

You need direct access to the NetScreen device you want to configure and the
following items before you start:
= An RS-232 male-to-female serial cable

= Microsoft Hyperterminal software on the management workstation (or, if
you are using a different operating system, a VT100 terminal emulator)

Follow these steps to connect the NetScreen device to the workstation:
1. Connect the serial cable from the management workstation to the serial port
on the NetScreen-5XP.
2. Start the terminal emulator on the workstation.
3. To create a new connection, type a name, select an icon, and then click OK.

The Connect To dialog box appears.

4. Select the serial port to which the serial cable is connected to the
workstation, and click OK. The COM1 Properties dialog box appears.

5. Configure the port settings as follows, and then click OK.

Serial communications 9600 bps

8 bit, no parity
1 stop bit
no flow control

6. Press ENTER to see the login prompt.
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Connectling via Telnet

Telnet operates over TCP/IP networks. It allows you to configure the device using
the command line interface (CLI).

Before you begin, be sure you connected the NetScreen-5XP to the network as
outlined in“Connecting the NetScreen-5XP to the Network” on page 2-1.

1. Establish a Telnet connection to the NetScreen device.
2. For Host name, type: 192.168.1.1.

Note: Select vt100 for Terminal type.

Logging On and Setting the System IP Address

To manage the NetScreen device over a network connection, you must change the
system IP address from its default (192.168.1.1) to one that is appropriate for your
network. To log on and change the system IP address, enter the following
commands, where <a.b.c.d> is the new system IP address and <A.B.C.D> is the
netmask:

1. At the login prompt, type netscreen.

2. At the Password prompt, type netscreen.

3. At the command line prompt, type set admi n sys-ip <a.b.c.d>

The system IP address can be 0.0.0.0, or the same as the trusted interface IP
address.

4. At the command line prompt, type save

Note: The Username and Password are case-sensitive.

Setting Interface Addresses

The NetScreen-5XP ships with all its interface addresses and netmasks set as
0.0.0.0. If you want to operate the NetScreen-5XP in Transparent mode, leave the
trusted, untrusted, and tunnel interface addresses as they are.

To operate the NetScreen-5XP in NAT mode or Route mode, you must also
configure the trusted and untrusted interface addresses.
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To set the interface addresses, enter the following commands, where <a.b.c.d> are
the interface IP addresses and <A.B.C.D> is the netmask:

1. ns-> set interface trust ip <a.b.c.d> <A B.C. D>

2. ns-> set interface untrust ip <a.b.c.d> <A B.C. D>

3. ns-> save

Allowing Outbound Traffic

By default, the NetScreen-5XP does not allow inbound or outbound traffic, nor
does it allow traffic to or from the DMZ. You need to create access policies to
permit specified kinds of traffic in the direction(s) you want. (You can also create
access policies to deny and tunnel traffic.)

The following access policy permits all kinds of outbound traffic from any point on
the trusted network to any point on the untrusted network. Of course, your
network might require a more restrictive policy. The following is offered to
illustrate how an access policy is created; it is not presented as a requirement for
an initial configuration:

1. ns-> set policy outgoing “inside any” “outside any” any
permt
2. ns-> save

Changing the Administrator Login Name and Password

Because all NetScreen-5XP devices come with the same default login name and
password, you should change this information immediately after you install the
device.

A Caution The information in this guide has been widely published, and failure to change the
defaults might expose your system to attack.

At the command line enter:

1. ns-> set adnmin nane <name>

2. ns-> set admin password <password>

3. ns-> save

4. Record the new login name and password in a secure manner.
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AWarning

Make sure that you remember your password! If you forget it, you must reset the
device to the factory settings to regain access to the device. (See “Configuration
Reset Pinhole” on page 3-26.)

Testing the Configuration

Use a Web browser to access an external Web site (for example,
www.netscreen.com). The browser should be able to locate the site and access the
available Web pages.

If the browser cannot access the Web site, check that:

The link lights on the NetScreen-5XP, workstations, hubs, and the router are
glowing.

The workstation IP and Netmask have the correct settings.

The workstation gateway points to the router.

The workstation has a valid DNS entry.

Configuration Reset

When the user presses the reset button, the NetScreen-5XP will reset and boot up
using the original factory default configuration. Any current existing
configuration settings will be lost, the firewall and VPN service rendered
inoperative and an “alert SNMP trap” message will be sent to the administrator.
For further information, see “Configuration Reset Pinhole” on page 3-26.

Note: After successfully resetting and reconfiguring the NetScreen-5XP, it is
strongly advised to backup the new configuration setting, as shown in “Backup
Configuration Settings” on page 3-20.

Backup Configuration Settings

It is good practice to backup your settings after every significant change you
make. Through the CLI, you can download the configuration to any TFTP server.

At the command line, enter the following command:

ns-> save config to {tftp <a.b.c.d>} <fil enane>
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CONFIGURATION RESET PINHOLE

To restore the NetScreen-5XP’s original factory default configuration, the user
resets the device by pressing the configuration reset pinhole.

A Warning Resetting the device will delete all existing configuration settings, and the
firewall and VPN service will be rendered inoperative.

Console

o [1[] oo o

V 1.5A
Untrusted Trusted 2

Configuration
Reset
Pinhole

Figure 3-20 NetScreen-5XP with Configuration Reset Pinhole

Two pushes of the pinhole are required for the configuration and hardware reset,
with a short delay between the two pushes.

NETSCREEN-BXP

POWER STATUS LINK STATUS
j\\éﬂl = == = ==

TRUSTED UNTRUSTED

Power LED Status LED

Figure 3-21 NetScreen-5XP Configuration Reset LEDs

To reset the NetScreen-5XP device to its factory settings:

1. Push the reset hole for between four and six seconds.

If the hardware reset switch is sensed, a serial console message states that
the “Configuration Erasure Process has been initiated.” A SNMP/SYSLOG
alert is sent. The status LED blinks amber once every second.
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2. Wait for one-half second to two seconds.

After the first push is accepted, the power LED turns blinking green; this is
to state that the unit is now waiting for the second push. The serial console
message now reads, “Waiting for 2nd confirmation”.

3. Push the reset hole again for four to six seconds.
The following sequence of events occurs:
— The power LED blinks red for at least five seconds. Then the device
resets to its original factory settings.

— When the device resets, the Status LED turns amber for one-half
second and then returns to its normal mode of operation. The serial
console message states, “Configuration Erase sequence accepted, unit
reset”.

— Alerts, SNMP, SYSLOG, and Reset Log messages are generated.

Note: During a reset, there is no guarantee that the final SNMP alert
sent to the receiver before the reset will be received.

— The device reboots.

If the complete sequence is not followed, the reset process cancels without
any configuration change. The serial console message states, “Configuration
Erasure Process aborted”. The status LED returns to blinking green. If the
unit does not reset, an SNMP Alert is sent, confirming the failure.
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Appendix A
Safety Recommendations
and Warnings

When using the NetScreen-5XP, follow these safety guidelines:

Make sure that the work area is dry and without excess humidity.
Keep the chassis area clear and dust-free during and after installation.

Disconnect all power supply connections before changing the Ethernet or
serial port connection.

Never assume that power is disconnected from a circuit. Always check.

BEFORE SUPPLYING POWER

Check these safety items before providing power to the NetScreen-5:

Look carefully for possible hazards in the work area, such as moist floors,
ungrounded power extension cables, and missing safety grounds.

Locate the emergency power-off switch for the room where you are working.

Do not perform any action that creates a potential hazard to people or makes the
equipment unsafe. Do not stack or balance the equipment on other devices to
avoid tipping over and to allow air circulation. Make sure the installation is
securely in place.

Ensure you adhere to all safety warnings.
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SAFETY WARNINGS

Make sure that you adhere to the following set of safety warnings.

Installation Warning

A Caution Read the cabling instructions before connecting the NetScreen-5XP to its power
source.

Power Disconnection Warning

A Warning Before working on a device that has an On/Off switch, turn OFF the power and
unplug the power cord.

No User-Serviceable Parts Warning

A Warning The NetScreen-5XP contains no user-serviceable parts and is housed in a tamper-
proof enclosure. Therefore, the chassis should never be opened under any
circumstances. Doing so will also void the warranty.

Circuit Breaker (15A) Warning

A Caution The NetScreen-5XP relies on the building'’s installation for short-circuit (over-
current) protection. Ensure that a fuse or circuit breaker no larger than 120 VAC,
15A U.S. (240 VAC, 10A international) is used on the phase conductor (all current-
carrying conductors).

SELV Circuit Warning

A Warning The Ethernet 10BaseT, 100BaseT, serial, console, and auxiliary ports contain
safety extra-low voltage (SELV) circuits. Do not connect the NetScreen-5XP to a
telephone line or any Telco line (e.g., T-1, T-3, RJ-48 lines).
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Lightning Activity Warning

A Danger Do not work on the device, specifically, connecting or disconnecting cables during
periods of lightning activity, as the unit can function as a conduit.

Lithium Battery Warning

A Warning There is a danger of explosion if the battery is incorrectly replaced. The chassis
should never be opened under any circumstances. Doing so will also void the
warranty. Return the device to the manufacturer for battery replacement.

Product Disposal Warning

A Warning Ultimate disposal of this product should be handled according to all national laws
and regulations.
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Appendix A: Safety Recommendations and Warnings

GENERAL SITE REQUIREMENTS

This section describes the requirements your site must meet for the safe
installation and operation of your system. Ensure that your site is properly
prepared before beginning the hardware installation.

Site Environment

The NetScreen-5XP can be placed on a desktop. Equipment placed too close
together will cause inadequate ventilation, besides rendering areas of the device
inaccessible for system maintenance during any system malfunctions and
shutdowns.

When planning your site layout and equipment locations, follow the precautions
described in the next section to help avoid equipment failures and reduce the
possibility of environmentally caused shutdowns. If you are experiencing
shutdowns or unusually high errors with your existing equipment, these
precautions may help you isolate the cause of the failures and prevent future
problems.

Preventive Site Precautions

The following precautions will help you plan an acceptable operating environment
for your NetScreen-5XP and will help you avoid environmentally caused
equipment failures:

= Electrical equipment generates heat. Natural air temperature might not be
sufficient to cool equipment to acceptable operating temperatures without an
additional circulation system. Ensure that the room in which you operate
your system has adequate air circulation.

= Do not work alone if potentially hazardous conditions exist.

= Never assume that the power supply has been disconnected from a circuit.
Always check.

= Look carefully for possible hazards in your work area, such as moist floors,
ungrounded power extension cables, frayed power cords, and missing safety
grounds.

Power Supply Considerations

Check the power at your site to ensure that you are receiving “clean” power (free
of spikes and noise). Install a power conditioner if necessary.
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General Site Requirements

Environmental Requirements

The NetScreen-5XP is intended for use in a normal office environment. For more
extreme conditions, verify that temperature, humidity, and power conditions meet
the specifications indicated in the table below:

Environmental Requirements

Item Operating Specification

Temperature 32-122°F, 0- 50°C

Relative humidity  5-90%, non-condensing: for storage
10-90%, non-condensing: for operation

Voltage 90-264 VAC

Input frequency 47-63 Hz

AC input current 1.5A (120VAC), 1.5A (240VAC)

Altitude 0-12,000 feet, 0-3,660 meters

BSMI Labeling Requirement

The Bureau of Standards Metrology and Inspection (BSMI) is an agency of the
government of China (Taiwan), which requires the following label on technological
equipment:

WEEHEE
EEFRNERER  EECHEER RN T RE RS
Tl EERERT - RS SEERFIRR RIS -
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